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CONFIGURING SOFTKEYS BLF/XFER

3. In the Type field, select Call Fwd.

4. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
5. Select from Key 1 through Key 84(M695).

6. In the Type field, select Call Fwd.

7. Click Save Settings.

BLF/Xfer
NOTE: BLF/Xfer functionality can only be programmed on the left softkeys.
The BLF key allows one or more extensions to be monitored, and once there is any state change with 
those extensions, the key shows the status of the monitored lines. The Transfer key allows a call to be 
transferred to other recipients blindly or consultatively. The BLF/Xfer key combines the BLF and 
Transfer keys' functionality together allowing the user to transfer calls or use BLF with one key.
NOTE: It is recommended that you enable the Switch UI Focus to Ringing Line parameter when using 
the BLF/Xfer feature. For more information about this parameter, see  “Switch UI Focus to Ringing Line”  .

 BLF/Xfer Key Requirements and Functionality

• BLF/Xfer and BLF: A BLF/Xfer key can be configured for subscribing to an extension and monitor the 
status of the extension, similar to the BLF key functionality. Changes of the state of the monitored 
extension are indicated by the key’s graphical button image as well as the key’s LED.

• BLF/Xfer and Blind Transfer Calls: When the focused line is in the connected state, pressing the 
BLF/Xfer key transfers the call to the extension unconditionally, disregarding the status of the moni-
tored extension.

If transferring a call to an extension fails, a message Transfer Failed displays on the phone, and you can 
reconnect the call (get the call back) by pressing the line key again.
• BLF/Xfer and Call Forward: When the focused line is in the ringing state, pressing the BLF/Xfer key 

forwards the call to the extension unconditionally, disregarding the status of the monitored extension.
• BLF/Xfer and Speed Dial: When the focused line and the monitored extension are idle, pressing the 

BLF/Xfer key causes the phone to go offhook and dial the number of the extension.

 Configuring a BLF/Xfer Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS SPEED DIAL/XFER

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

3. In the Type field, select BLF/Xfer.

4. In the Value field, enter the monitored extension or the extension to transfer calls to (for example, 
3500).

5. In the Line field, select the line for which you want to use the key functionality.Valid values are:

– global
– 1 through 24

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select BLF/Xfer.

8. In the Value field, enter the monitored extension or the extension to transfer calls to (for example, 
3500).

9. In the Line field, select the line for which you want to use the key functionality.Valid values are:

– global
– 1 through 24

10. Click Save Settings.

Speed Dial/Xfer
 The Speed Dial key allows a number to be dialed quickly by pressing one key configured for speed 
dialing. The Transfer key allows a call to be transferred to other recipients blindly or consultatively. The 
Speed Dial/Xfer key combines the Speed Dial and Transfer keys’ functionality together allowing the 
user to transfer calls or speed dial with one key.
NOTE: It is recommended that you enable the Switch UI Focus to Ringing Line parameter when using 
the Speed Dial/Xfer feature. For more information about this parameter, see “Switch UI Focus to Ringing 
Line” .
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CONFIGURING SOFTKEYS SPEED DIAL/XFER

 Speed Dial/Xfer Key Requirements and Functionality

The Speed Dial/Xfer key has the following capabilities:
• Speed Dial/Xfer and Speed Dial: When the phone is in the idle state, pressing the Speed Dial/Xfer key 

causes the phone to go offhook and dial the predefined extension.
• Speed Dial/Xfer and Blind Transfer: When the phone is connected to a call, pressing the Speed 

Dial/Xfer key blind transfers the call to the predefined target.

If transferring a call fails, a message Transfer Failed displays, and you can reconnect the call (get the 
call back) by pressing the line key again.
• Speed Dial/Xfer and Call Forward: When the phone is in the ringing state, pressing the Speed 

Dial/Xfer key forwards the call to the predefined extension.

 Configuring a Speed Dial/Xfer Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Speed Dial/Xfer.

4. In the Label field, enter a label for the Speed Dial/Xfer key.

5. In the Value field, enter the speed dial extension or the extension to transfer calls to (for example, 
3600).

6. In the Line field, select the line for which you want to use the key functionality.Valid values are:

– global
– 1 through 24

7. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
8. Select from Key 1 through Key 84(M695).
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CONFIGURING SOFTKEYS SPEED DIAL/CONF

9. In the Type field, select Speed Dial/Xfer.

10. In the Value field, enter the speed dial extension or the extension to transfer calls to (for example, 
3600).

11. In the Line field, select the line for which you want to use the key functionality.Valid values are:

– global
– 1 through 24

12. Click Save Settings.

Speed Dial/Conf
The 6920 allows you to configure a softkey or expansion module key to be used as a speed dial confer-
ence key (Speed Dial/Conf key) while remaining in the current call. This key allows a user on a call to 
conference another party at a pre-defined number while remaining in the call.
For example, while on an active call, an user can use the Speed Dial/Conf key to dial a recording service 
and have the resulting conference recorded.
NOTE: If currently in a conference, the Speed Dial/Conf key is disabled on the active call.
If you configure a softkey or expansion module key as a Speed Dial/Conf key and you press this key 
while on an active call, the focused line changes to the dialing line. A Cancel softkey displays on the 
phone allowing you to abort the conference speed dial if required.
NOTE: This feature is not compatible with centralized conferencing.

Configuring a Speed Dial/Conf Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Speed Dial/Conf.
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CONFIGURING SOFTKEYS SPEED DIAL/MWI

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

3. In the Type field, select Speed Dial/MWI.

4. In the Label field, enter a label to apply to this key. When messages are pending, the phone UI will 
display the number of pending messages and the defined label.

5. In the Value field, enter call URI and voicemail URI separated by a semi-colon, as per the following 
syntax: [call URI];[voicemail URI]. For example, +33123456,,,3456#0000#@domain;sip:voicemail_-
peter@domain.

NOTE: 
a. As the example above illustrates, pauses and DTMF are supported for the call URI.
b. Ensure that no spaces are added between the call URI and the voicemail URI when defining the 

key value.
c. If only one URI is provided, the value will be used for the voicemail URI and the call URI will be 

left as undefined.

6. In the Line field, select the line for which you want to use the key functionality.Valid values are:

– global
– 1 through 24

7. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
8. Select from Key 1 through Key 84(M695).

9. In the Type field, select Speed Dial/MWI.

10. In the Label field, enter a label to apply to this key. When messages are pending, the phone UI will 
display the number of pending messages and the defined label.

11. In the Value field, enter call URI and voicemail URI separated by a semi-colon, as per the following 
syntax: [call URI];[voicemail URI]. For example, +33123456,,,3456#0000#@domain;sip:voicemail_-
peter@domain.

NOTE: 
a. As the example above illustrates, pauses and DTMF are supported for the call URI.
b. Ensure that no spaces are added between the call URI and the voicemail URI when defining the 

key value.
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CONFIGURING SOFTKEYS DIRECTORY KEY

c. If only one URI is provided, the value will be used for the voicemail URI and the call URI will be 
left as undefined.

12. In the Line field, select the line for which you want to use the key functionality. Valid values are: 1 
through 24

13. Click Save Settings.

Directory Key
By default, the 6920 has a dedicated Directory key. However, using the Mitel Web UI, you can assign 
the Directory key to any key on the left or bottom softkeys on the phone.

The Directory feature allows you to view Directory entries from multiple sources and store frequently used 
names and numbers on the phone. You can also dial directly from a Directory entry.
In addition to creating a Directory key, you can also download a Directory to your PC, if required, using 
the Mitel Web UI.
NOTE: For more information about the Directory, see Directory.

Configuring a Directory Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS RECEIVED CALLERS LIST KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Directory.

4. In the Label field, enter a label to apply to this key.

5. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select Directory.

8. Click Save Settings.

Received Callers List Key
NOTE: Received Callers List information in this User Guide describes the phone’s native Received Callers 
List. In some environments, the Received Callers List key may bring up a Received Callers List provided 
by the call manager; therefore, depending on your call manager, the Received Callers List on your phone 
may function and behave differently then what is documented in this User Guide. If this is the case, 
contact your System Administrator for more information regarding your specific Received Callers List.
By default, the 6920 has a dedicated Received Callers List key. However, using the Mitel Web UI, you 
can assign the Received Callers List key to any key on the left or bottom keys on the phone.
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CONFIGURING SOFTKEYS RECEIVED CALLERS LIST KEY

The Received Callers List is a stored log of your incoming calls. You can use the Received Callers List 
key to access a list of callers that called your phone.

 Configuring a Received Callers List Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML. 
or
Click on Operation > Expansion Module <N>.

Softkeys
2. Select from Key 1 through Key 20 on the Top keys. 

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Callers List.

4. In the Label field, enter a label to apply to this key.
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CONFIGURING SOFTKEYS OUTGOING REDIAL KEY

5. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey. 

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select Callers List.

8. Click Save Settings.

Outgoing Redial Key
By default, the 6920 has a dedicated Outgoing Redial key. However, using the Mitel Web UI, you can 
assign the Outgoing Redial key to any key on the left or bottom keys on the phone.

The Outgoing Redial List is a stored log of your outgoing calls. You can use the Outgoing Redial key to 
access a list of the most recent calls you placed.

Configuring a Outgoing Redial Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS CONFERENCE KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Redial.

4. In the Label field, enter a label to apply to this key.

5. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select Redial.

8. Click Save Settings.

Conference Key
Using the Mitel Web UI, you can assign the Conference key to any key on the left or bottom keys on the 
phone.

Configuring a Conference Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS TRANSFER KEY

  

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, selectConference.

4. In the Label field, enter a label to apply to this key.

5. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, selectConference.

8. Click Save Settings.

Transfer Key
 Using the Mitel Web UI, you can assign the Transfer key to any key on the left or bottom keys on the 
phone.

 Configuring a Transfer Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS INTERCOM KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Transfer.

4. In the Label field, enter a label to apply to this key.

5. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select Transfer.

8. Click Save Settings.

Intercom Key
You can use the Intercom key to automatically connect with a remote extension for outgoing calls, and 
to answer an incoming intercom call.

 Configuring an Intercom Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS PHONE LOCK KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, selectIcom.

4. In the Label field, enter a label to apply to this key.

5. In the Value field, enter the predefined number you wish to be dialed when the Intercom key is 
pressed.

NOTE: If no value is defined, you will need to manually enter a number after pressing the Intercom 
key.

6. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
7. Select from Key 1 through Key 84(M695).

8. In the Type field, selectIcom.

9. In the Value field, enter the predefined number you wish to be dialed when the Intercom key is 
pressed.

NOTE: If no value is defined, you will need to manually enter a number after pressing the Intercom 
key.

10. Click Save Settings.

Phone Lock Key
 You can configure a key on the IP phone to use as a lock/unlock key. You assign the function of the key 
as Phone Lock.

Configuring a Phone Lock Key

1. Click on Operation > Softkeys and XML. 
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS PAGING KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys. 

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Phone Lock from the list of options. 

Expansion Module Keys
4. Select from Key 1 through Key 84(M695).

5. In the Type field, select Phone Lock from the list of options.

6. Click Save Settings. 

NOTE: You can lock/unlock the phone using the new key you just configured, using the Mitel Web UI 
at the path Operation > Phone Lock, or using the Phone Lock option on the IP phone UI at the path 
Options > Lock > Phone Lock.

Paging Key
 You can configure a Paging key on the phone that allows you to send a Real Time Transport Protocol 
(RTP) stream to pre-configured multicast address(es) without involving SIP signaling. You enter a multi-
cast IP address(es) and a port number for the Paging key, that when pressed, initiates an outgoing multi-
cast RTP session. This is called Group Paging on the IP phones.
You can also specify group paging RTP addresses that the phone listens for when receiving RTP 
streams. You can specify up to 5 listening multicast addresses at the path, Basic Settings > Preferences 
> Group Paging RTP Settings.

 Configuring a Paging Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML. 
or
Click on Operation > Expansion Module <N>.
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CONFIGURING SOFTKEYS PAGING KEY

Softkeys
2. Select from Key 1 through Key 20 on the Top keys. 

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Paging.

4. In the Label field, enter a label to apply to this key.

5. In the Value field, enter a multicast IP address and a port number for the Paging key. When you press 
this key, the phone initiates an outgoing multicast RTP session to the specified address using the 
specified port (e.g. 239.0.1.15:10000). 

NOTE: 
a. When you select Paging for the Type field, the Line field is disabled.
b. The Value field allows for one multicast address entry only.

6. To receive RTP steams for group paging, you must also configure the Paging Listen Addresses 
parameter at the path, Basic Settings > Preferences > Group Paging RTP Settings. 

Expansion Module Keys
7. Select from Key 1 through Key 84(M695).

8. In the Type field, select Paging.

9. In the Value field, enter a multicast IP address and a port number for the Paging key. When you press 
this key, the phone initiates an outgoing multicast RTP session to the specified address using the 
specified port. (For example, 239.0.1.15:10000). 

NOTE: 
a. When you select Paging for the Type field, the Line field is disabled.
b. The Value field allows for one multicast address entry only.

10. To receive RTP steams for group paging, you must also configure the Paging Listen Addresses 
parameter at the path, Basic Settings > Preferences > Group Paging RTP Settings.

11. Click Save Settings to save your changes.
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CONFIGURING SOFTKEYS DISCREET RINGING KEY

Using the Paging Key

The following procedure describes the use of the Paging key on the IP phone. The procedure assumes 
you have already configured the Paging key using the Mitel Web UI.
NOTE: 
1. The recipient of a paging call can set a global DND to ignore any incoming pages.
2. For incoming paging, the phone uses the Intercom configuration settings. The incoming page is 

dependent on the Allow Barge In parameter setting and the idling/on call state.

1. On the IP phone, press the softkey or expansion module key you configured for Paging. The phone 
opens a multicast RTP session and an outgoing OR incoming phone screen displays.

2. Press the Drop key to end the multicast RTP session and return to the Home screen.

NOTE: If you enable global DND on the phone, the incoming multicast RTP session is dropped.

Discreet Ringing Key
You can configure a Discreet Ringing key on the phone that when pressed allows you to toggle on/off 
the Discreet Ringing feature. When the Discreet Ringing feature is enabled, if a call is incoming, the phone 
will play the configured ring tone once only. All applicable visual indicators (LED for the corresponding 
Line key, Message Waiting Indicator [MWI], etc...) will behave normally.
NOTE: If a custom ring tone is selected and Discreet Ringing is enabled, the phone will not play the custom 
ring tone during an incoming call. Ring tone 1 will be played once instead.

Configuring a Discreet Ringing Key

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Discreet Ringing.
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CONFIGURING SOFTKEYS CALL HISTORY KEY

4. Click Save Settings to save your changes.

Expansion Module Keys
5. Select from Key 1 through Key 84(M695).

6. In the Type field, select Discreet Ringing.

7. Click Save Settings to save your changes.

Call History Key
Call History key displays All folder list which includes the list of your missed, outgoing, and received calls.

 Configuring a Call History Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N> 

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, select Call History.
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CONFIGURING SOFTKEYS EMPTY KEY

4. In the Label field, enter a label to display on the phone for the key (default is "Call History").

5. Click Save Settings.

Expansion Module Keys
6. Select from Key 1 through Key 84(M695).

7. In the Type field, select Call History.

8. In the Label field, enter a label to display on the phone for the key (default is "Call History").

9. Click Save Settings.

Empty Key
 You can set a softkey to force a blank entry on the IP phone display for a specific key. You do this by 
setting the softkey to Empty. The keys are added in order (from key 1 to key 18 [bottom] or key 20 [top]) 
after any hard-coded keys have been added. If a particular key is not defined, it is ignored.

 Configuring an Empty Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.

Softkeys
2. Select from Key 1 through Key 20 on the Top keys.

or
Select from Key 1 through Key 18 on the Bottom keys.

3. In the Type field, selectEmpty.

4. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
5. Select from Key 1 through Key 84(M695).

6. In the Type field, selectEmpty.

7. Click Save Settings.
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CONFIGURING SOFTKEYS NONE KEY

None Key
Use the following procedure to delete a key’s functionality on the 6920 IP phone.

Deleting a Key’s Function Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.
or
Click on Operation > Expansion Module <N>.

 

2. Choose the key you want to delete from the phone or expansion module.

3. In the Type field, selectNone.

4. Click Save Settings.The key function is deleted from the IP phone memory.

State-Based Softkeys
On the 6920 bottom softkeys, you can configure a specific state to display when a softkey is being used. 
The following table describes the states available to configure for the softkeys.

The following table identifies the applicable default states for each softkey type on the IP phone.

State Description

Idle The phone is not being used.

Connected The current line is in an active call (or the call is 
on hold).

Incoming The phone is ringing.

Outgoing The user is dialing a number, or the far-end is 
ringing.

Busy The current line is busy because the line is in use 
or the line is set as DND.
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CONFIGURING SOFTKEYS STATE-BASED SOFTKEYS

In the Mitel Web UI, the operational states for each softkey display as enabled. To disable a state, simply 
uncheck the box for the respective state.

Softkey Type Default States

None All states disabled.

Speed Dial Idle, Connected, Incoming, Outgoing, Busy

DND Idle, Connected, Incoming, Outgoing, Busy

XML Idle, Connected, Incoming, Outgoing, Busy

Flash All states disabled.

Sprecode Connected

Park Connected

Pickup Idle, Outgoing

Last Call Return Idle, Connected, Incoming, Outgoing, Busy

Call Forward Idle, Connected, Incoming, Outgoing, Busy

Speed Dial/Xfer Idle, Connected, Incoming, Outgoing, Busy

Speed Dial/Conf Idle, Connected, Incoming, Outgoing, Busy

Speed Dial/MWI Idle, Connected, Incoming, Outgoing, Busy

Directory Idle, Connected, Incoming, Outgoing, Busy

Filter Idle, Connected, Incoming, Outgoing, Busy

Received Callers List Idle, Connected, Incoming, Outgoing, Busy

Outgoing Redial Idle, Connected, Incoming, Outgoing, Busy

Conference Idle, Connected, Incoming, Outgoing, Busy

Transfer Idle, Connected, Incoming, Outgoing, Busy

Intercom Idle, Connected, Incoming, Outgoing, Busy

Phone Lock All states disabled.

Paging All states disabled.

Login Idle, Connected, Incoming, Outgoing, Busy

Discreet Ringing Idle, Connected, Incoming, Outgoing, Busy

Call History Idle, Connected, Incoming, Outgoing, Busy

Empty Idle, Connected, Incoming, Outgoing, Busy
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CONFIGURING SOFTKEYS MOBILE KEY

Mobile Key
The Mitel 6920w SIP IP Phone supports Mobile programmable key, a feature that provides seamless 
mobile integration using Bluetooth wireless technology. This feature allows you to:
• Sync your mobile phone’s contact list and call history with your Mitel 6920w IP phone.
• Answer a mobile phone call using your Mitel 6920w IP phone.
• Move mobile call audio between the Mitel 6920w IP phone and your mobile phone.

The Mobile Line key icon changes to reflect the status of the line as per the following table.

Icon Description

Indicates the mobile line is connected with a 
mobile phone and is idle.

(Blinking) Indicates the mobile line is ringing due 
to an incoming call on your mobile phone.

Indicates the mobile line is busy.

(Blinking) Indicates an ongoing call with active 
audio on the mobile phone.

(Blinking) Indicates the call on the mobile line is 
on hold.

Indicates the mobile phone is not connected.
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CONFIGURING SOFTKEYS MOBILE KEY

Configuring a Mobile Key Using the Mitel Web UI

1. Click on Operation > Softkeys and XML.or Click on Operation > Expansion Module <N> Softkeys.

2. Select from Key 1 through Key 44 on the Top keys.

3. In the Type field, select Mobile to apply to the key.

4. In the state fields, check (enable) or uncheck (disable) the states you want to apply to this softkey.

Expansion Module Keys
5. Select from Key 1 through Key 84(M695).

6. In the Type field, select Mobile to apply to the key.

7. Click Save Settings.

For more information on how to use the Mobile Line key, see Mobilelink.



119

MAKING CALLS DIALING A NUMBER

Making Calls

This section describes ways to make calls on your 6920 phone, using your handset, speakerphone or 
headset.

Dialing a Number
First, take the phone off-hook by:
• Lifting the handset

• Pressing  or
• Pressing a line/call appearance button

At the dial tone, enter the number you wish to call.
NOTE: After dialing the number, the phone has a short delay before sending the call. To send the call 
immediately, you can press the Dial softkey (if the handset is offhook) or the # key immediately after 
dialing the number. The phone sends the call without delay.
If you are unable to make calls within certain area codes, check with your System Administrator for any 
toll restrictions placed on your extension that may restrict your access to long distance area codes or 
dialing prefixes.
When your party picks up, a timer appears on your display that records the length of your call.
If the Live Dialpad option is on, as soon as you press the first digit on the dialpad the phone automatically 
selects the next available line, goes off-hook, and dials as digits are pressed.

Pre-Dialing a Number
You can also make a call by pre-dialing a number. Pre-dialing lets you view a number before you dial.
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MAKING CALLS USING HANDSFREE SPEAKERPHONE

With the phone in an idle state and on-hook, simply use the dialpad to enter the number you wish to call, 
and after reviewing the number, press the Dial softkey. Use the Backspace softkey to correct any errors 
and the Pause softkey to insert pauses.

Using Handsfree Speakerphone
The handsfree feature allows you to speak to someone without using the handset or headset. Your phone 
must be in either the Speaker or Speaker/Headset audio mode. For more information about setting the 
audio mode on your phone, see “Audio Mode”.

• To dial using handsfree, first press  and enter a number at the dial tone.

• To answer a call on your phone using handsfree, press  or the line/call appearance button.

• If you are in Speaker audio mode, lift the handset and press  to switch between handsfree 
and handset.

• If you are in Speaker/Headset audio mode, press  to switch between handsfree and 
headset.

• When the handset is on hook, press  to disconnect the call.
NOTE: When handsfree is on, the speaker light turns on.

Using a Headset
The 6920 accepts analog and DHSG/EHS headsets through the modular RJ22/RJ45 port on the back of 
the phone or USB headsets through the USB port.
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Contact your telephone equipment retailer or distributor to purchase a compatible headset.
NOTE: 
1. The RJ22/R45 headset port is for headset use only. Plugging any other devices into this port may 

cause damage to the phone and will void your warranty.
2. Customers should read and observe all safety recommendations contained in headset operating 

guides when using any headset.

3. Contact your System Administrator for questions regarding supported headsets.

4. If both an analog (non-DHSG) headset and a USB headset are connected to the phone, the USB 
headset will take precedence over the analog headset (i.e. the USB headset will be functional while 
the analog headset will not be functional).

5. If both a DHSG headset and a USB headset are connected to the phone and DHSG is enabled, the 
DHSG headset will take precedence over the USB headset.

Volume Controls for the Headset Microphone

On the 6920, there are three options for the headset microphone volume: Low, Medium, and High. For 
information about configuring the headset microphone volume, see “Headset”.
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Making and Receiving Calls Using a Headset

1. Ensure that you have selected a headset audio mode (see “Configuring the Audio Mode Using the IP 
Phone UI”).

2. Turn the phone over and, depending on the type of headset, locate the headset jack marked  or 
the USB port.

1. If you have a USB headset, insert the USB plug into the USB port.
2. If you have a headset with an RJ9/RJ22 4-pin connector, insert the headset cord into the jack until it 

clicks into place.

3. If you have a DHSG/EHS headset with an RJ45 6-pin or 8-pin connector, remove the plastic headset 
jack adapter and then insert the cord into the jack until it clicks into place.

NOTE: See the Mitel 6920 IP Phone Installation Guide for more information.

4. Press the  key to obtain a dial tone or to answer an incoming call. Depending on the audio 
mode selected from the Options List, a dial tone or an incoming call is received on either the headset 
or the handsfree speakerphone.

5. Press the  key to end the call.

NOTE: You can answer, initiate and transfer a call by pressing the hook switch button on the DHSG 
headset.

Using Intercom Functionality
On the 6920 you can use the Icom key to automatically connect with a remote extension.

Using the Icom Key

1. Press the Icom softkey.
2. If no number was defined when configuring the key, enter the extension number of the person you 

want to intercom.

3. After a beep tone, your phone automatically connects with the remote extension and you can speak 
through its speaker.

4. To cancel the intercom, press  or the Cancel key.

5. When you are finished speaking, hang up the phone by placing the handset back on-hook or by 

pressing  or the line softkey for the active call. When you hang up, the remote phone also 
hangs up.

You can set specific incoming Intercom call features on the 6920 IP phone using the Mitel Web UI. The 
following table describes these features.
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NOTE: For more information about the incoming Intercom features and for procedures on setting these 
features, see “Incoming Intercom Call Features”.

Outgoing Redial List
NOTE: Outgoing Redial List information in this User Guide describes the phone’s native Outgoing Redial 
List. In some environments, the Outgoing Redial List key may bring up an Outgoing Redial List provided 
by the call manager; therefore, depending on your call manager, the Outgoing Redial List on your phone 
may function and behave differently then what is documented in this User Guide. If this is the case, 
contact your System Administrator for more information regarding your specific Outgoing Redial List.
The Outgoing Redial List stores information for up to the last 100 numbers you called. Your phone logs 
the name/number of the called party, when you called, and if the call was answered or missed. Additional 
information such as the duration of the call, line used, and call features utilized during the call can also be 
viewed.
You can view, scroll, and delete line items in the Outgoing Redial List from the IP phone UI as wells as 
copy selected entries to the Local Directory. You can also dial out directly using a displayed entry in the 
Outgoing Redial List.

On the 6920, you access the Redial List by the  key.

Incoming Intercom Features in Mitel Web UI Description

Microphone Mute Allows you to enable or disable the microphone 
on the IP phone for Intercom calls made by the 
originating caller.

Auto Answer Allows you to enable or disable the IP phone to 
automatically answer an Intercom call. If 
auto-answer is enabled on the IP phone, the 
phone plays a tone (if Play Warning Tone is 
enabled) to alert the user before answering the 
intercom call. If auto-answer is disabled, the 
phone treats the incoming intercom call as a 
normal call.

Play Warning Tone Allows you to enable or disable a warning tone to 
play when the phone receives an incoming 
intercom call on an active line.

Allow Barge In Allows you to enable or disable how the phone 
handles incoming intercom calls while the phone 
is on an active call.
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The following table identifies and describes the various icons displayed in the Outgoing Redial List.

NOTE: 
1. When the Outgoing Redial List is full, the oldest call records are deleted to accommodate the infor-

mation of new called parties.
2. If the telephone number of an incoming or outgoing call matches a number that you have programmed 

with a name in a softkey or the Directory, the Outgoing Redial List display the same name and 
number.

3. For details on the total number of Outgoing Redial List entries currently stored on your phone, see 
“Phone status via IP phone UI”.

Icon Description

Indicates an outgoing call.

Call Feature Indicators (in detailed view only)

Indicates the call was secured using TLS/SRTP 
encryption.

Indicates the call was using Mitel Hi-Q™ audio.

Indicates active VoIP recording was enabled and 
the call was recorded.
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Accessing the Outgoing Redial List

1. Press  once to access the Outgoing Redial List. 

NOTE: Press  twice to dial the most recent number you dialed from the phone.
2. With Outgoing highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Outgoing Redial List.

4. Press right navigation key to see more detailed information about the redial entry. 

NOTE: The detailed view screen contains the picture ID of the called party (if available), the date and 
time of the outgoing call, the line on which the call was placed, call duration (if the call was 
answered), any applicable call feature indicators, and the caller ID details.

5. To dial the displayed number while in the Outgoing Redial List, press the select button, press 

, press the Dial softkey, or lift the handset.
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6. To exit the Outgoing Redial List, press  or the Quit softkey.

 Editing Entries in the Outgoing Redial List

In the Outgoing Redial List, pressing the Edit softkey allows you to edit the entry’s name and/or number 
prior to dialing out or copying to the Local Directory.

1. Press the  key.
2. With Outgoing highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Outgoing Redial List.

4. Press the right navigation key to see more detailed information about the Outgoing Redial List entry.

5. Press the Edit softkey. 

6. Using the dialpad keys, edit the name and/or number. 

NOTE: To move the cursor one digit/character to the right, press the right navigation key. To erase one 
digit/character to the left of the cursor, press the Backspace softkey.

7. To dial the new number, press the select button, press , or lift the handset, or

8. To copy the new number to the Local Directory, press the Copy Softkey.

Deleting All Entries in the Outgoing Redial List

1. Press  once to access the Outgoing Redial List.
2. Press the Delete softkey. 
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3. Press the Delete key to erase all items.

Deleting an Entry In the Outgoing Redial List

1. Press  once to access the Outgoing Redial List.
2. With Outgoing highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Outgoing Redial List.

4. Press the Delete softkey. 

5. Press the Delete softkey again to erase the entry.
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Copying Entries to the Local Directory

1. Press the  key.
2. With Outgoing highlighted press the right navigation key to move to entry column.

3. Press the up and down navigation keys to scroll through and highlight the respective Outgoing Redial 
List entry. 

4. Press the Copysoftkey. The entry is copied to the Directory. 

NOTE: If the contact’s name already exists in the Directory but the number is different, press the 
Replace softkey to replace the contact’s old number with the new number or press the Merge 
softkey to add the new number as an additional number while keeping the old number intact.

Mute

You can use the  key to mute the handset, headset, or speakerphone. When you use the 

 key on your phone, you cannot be heard on an active call or on a conference. For muted calls, 

the handsfree LED flashes and the  key LED is on. To switch mute on or off, press .
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Receiving Calls

When a call is ringing at your extension, the inbound callers name, extension, picture ID (if applicable), 
and incoming call icon display on the screen. Additionally, the line/call appearance LED flashes quickly 
for the incoming call.

NOTE: You can press the Silence softkey on the bottom softkeys when the phone is ringing to immediately 
silence the ring tone.

Answering an Incoming Call
To answer an incoming call

• For speakerphone operation, press the  (Speaker/Headset) key, the Answer softkey or the 
Line softkey for the incoming call. You phone must be configured to use the Speaker audio path.

• For headset operation, press the  (Speaker/Headset) key or the answer button on your 
headset (if available). You phone must be configured to use the Headset audio path.

• Lift the handset for handset operation.
NOTE: The audio mode setting you have selected in Settings > Audio> Audio Path menu on the 
IP phone UI determines if the call goes to speakerphone or headset operation. For more informa-
tion, see the section  “Audio Mode” .

If the phone is already connected to a call, pressing the Line softkey or Answer softkey for the new 
incoming call automatically places the connected call on hold and answers the new call.
NOTE: If the Goodbye Key Cancels Incoming Call feature is disabled, you can also use the answer button 
on your headset (if available) to answer the secondary incoming call. If the Goodbye Key Cancels 
Incoming Call feature is enabled, the answer button on your headset will cancel the secondary incoming 
call. For more information on the Goodbye Key Cancels Incoming Call feature, see the section  “Goodbye 
Key Cancels Incoming Calls” .
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To reconnect to a party, press the Line softkey for that call or navigate to the call on hold and press the 
Pickup softkey. If you cannot answer the call, the caller goes to voicemail (if voicemail has been config-
ured for your extension).

NOTE: The  key can be used to cancel the call pickup procedure.

Deflecting an Incoming Call
While call forwarding allows you to forward calls to a pre-defined number, and whereby most call transfers 
requires you to first answer the incoming call, call deflection allows you to manually determine, while a 
call is incoming, what the destination number should be.
You can enter a destination number using the dialpad keys or deflect a call quickly to a programmable 
key or softkey configured with Speeddial or BLF functionality. Applicable key types include:
• Speeddial
• Speeddial/Xfer
• Speeddial/Conf
• Speeddial/MWI
• BLF
• BLF/Xfer

NOTE: 
a. Live dialpad is disabled when entering destination numbers using the call deflection feature.
b. When the "No Answer" Call Forward mode is configured and enabled on the phone, incoming 

calls will not be forwarded to the defined "No Answer" number if you are in the process of 
deflecting the incoming call. For example, during an incoming call, with the "No Answer" Call 
Forward mode configured to forward incoming calls after five rings, if you press the Deflect 
softkey and in the process of deflecting the call five rings elapse, the call will not be forwarded. 
This is true even if you decide not to deflect the call and cancel the deflection process after five 
rings. However, if you cancel the deflection process before five rings, the call will be forwarded 
per usual.

1. During an incoming call, press the Deflect softkey.
2. Using the dialpad keys, enter the destination number to which you wish to deflect the incoming call or 

Press a softkey key configured with Speeddial or BLF functionality.

NOTE: Use the Backspace softkey to correct any errors and the Cancel softkey to cancel the call 
deflection process.

3. If a destination number was entered manually, press the Deflectsoftkey again to deflect the call.

Sending an Incoming Call to Voicemail

You can send an incoming call directly to voicemail without answering the call. To do this, press  
without picking up the handset or press the Ignore softkey. If you are already on the phone your incoming 

call should go directly to voicemail. Your phone screen displays a voicemail icon  displaying the 
number of pending messages.
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Handling Calls

When you are connected to a call, you can use the softkeys or hard keys on the phone to place a call on 
hold, transfer a call, or create a conference call.

Placing a Call on Hold

You can place an active call on hold by pressing the  key. When you place a call on hold, only 
your phone can retrieve the call.
1. Connect to the call (if not already connected).

2. Press the  key.

The screen displays the  icon indicating the call is on hold. Additionally, the line/call appearance 
light begins to flash slowly and after a short time the phone beeps softly to remind you that you still 
have a call on hold.

NOTE: If you are connected to another call, the phone does not beep to remind you that you still have 
a call on hold.

When on Hold

To let your caller know that they are still on hold, music plays softly (if this has been set up for your 
system). The call/line appearance light for the line you are on remains solid to indicate that you are still 
connected.
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Automatic Hold

When juggling between calls, you do not have to press the  button to go from one call to the next. 
The phone automatically puts your current call on hold as soon as you press a new line/call appearance 
button.

Retrieving a Held Call

If you have more than one call on hold, you can reconnect to a held call by pressing the line/call appear-
ance button where that call is being held or by navigating to the call on the Line Selection or any Call 

screen and pressing  or Pickup softkey. Press  or the Drop softkey to disconnect the 
call.
If an attempt to retrieve a held call fails, the 6920 displays a "Server Error" message and error reason 
code on screen (e.g. "Server Error: 408" for a Request Timeout or "Server Error: 503" for a Service 

Unavailable). You can disconnect the call on hold by pressing the  key in certain circumstances. 

A call on hold can be disconnected by pressing the  key only when these three conditions are 
met:
• The line with the call on hold is the line in focus.
• You have attempted to retrieve the call on hold by navigating to the call on the Line Selection or any 

Call screen and pressing the  or Pickup softkey.
• The attempt to retrieve the call on hold failed due to a 408, 5xx, or 6xx reason code. If the attempt failed 

due to a different server error reason, pressing the  key will not disconnect the call.

This behavior is applicable to all call-on-hold scenarios such as single point-to-point calls, conference 

calls, and any transfer scenarios. In an attended transfer scenario, pressing the  key after a failed 
retrieval attempt (that meets the above three conditions) will disconnect the call on hold instead of 
launching the transfer.

Transferring Calls

In the 6920 IP phone, you can use the  softkey(if configured) or Xfer softkey offered on screen when 
in a connected call.

Blind Transfer

A blind transfer is when you transfer a call directly to another extension without consulting with the person 
receiving the call. To do this, simply complete the transfer immediately after you have entered the number. 
The call goes directly to the extension or outside line you transferred to.
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Consultative Transfer

You also have the option to consult with the person you are transferring the call to, before you complete 
the transfer. To do this, simply remain on the line until the receiving party answers the call. After consulting 
with the receiving party, you can either complete the transfer or cancel the transfer to go back to the orig-
inal call.

Direct Transfer

The 6920 IP phone provides a convenient direct method of transferring an existing call to another existing 
call. If you have the transfer recipient on hold on another line, you can simply navigate to the recipient and 

press the  softkey(if configured) or Xfer softkey and the direct transfer will be performed.

Transferring Calls

Use the following procedure to transfer a call to another extension.
1. Connect to Party 1 (if not already connected). Party 1 is the party you want to transfer. 

2. Press the Xfer softkey or  softkey(if configured). 
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3. Enter the extension number (or the outside number) to Party 2. 

To cancel the transfer you can either press the Cancelsoftkey on the display screen, press , 
or hang up the handset.

4. Complete either a blind or consultative transfer: 

a. To complete a blind transfer, press the Xfer softkey or  softkey(if configured) again before 
the receiving end answers.

b. To complete a consultative transfer, press Dial and remain on the line to speak with the Party 2, 

before pressing the Xfer softkey or  softkey(if configured),  key, or hanging up the 
handset to transfer Party 1 to Party 2.
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Transferring an Existing Call to Another Existing Call

1. Ensure you are on an active call with the party you wish to transfer (the transfer recipient should be 
placed on hold). 

NOTE: Direct transferring can be performed in either the Multi-View Call screen or Detailed View 
Call screen.

2. Press the up and down navigation keys to highlight the party to whom you wish to transfer the active 
call. 

3. Press the Xfer or  softkey(if configured). The active call will be transferred.
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Transferring to a Contact in the Directory

Users can complete a transfer to a contact in their local Directory. If a user is in a call and initiates a 
transfer, they can navigate to the Directory screen and use the Xfer softkey to complete a blind or consul-
tative transfer.
1. Connect to Party 1 (if not already connected). Party 1 is the party you want to transfer. 

2. Press the Xfer or  softkey(if configured). 

3. Press the  key and highlight a directory entry (or the desired number if the entry contains 
more than one number). 
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NOTE: If you have any additional Directory sources configured, you will need to first navigate to the 
desired Directory folder and then highlight the respective entry or number.

4. To complete a consultative transfer, press the select button to call the contact. Remain on the line to 
speak with Party 2 before pressing the Xfersoftkey again to transfer Party 1 to Party 2.

To cancel the transfer, press the Cancelsoftkey on the display screen or press .

Indication of Transferred Calls

When you transfer an active call, the near-end phone displays a Call Transferred screen when a call is 
transferred and the far-end call is dropped. The figure below illustrates the Call Transferred screen on 
the 6920 phone.
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Conferencing Calls
In the 6920 IP phone, you can create conference calls using the Confsoftkey offered on screen when in 
a connected call.

Local Conferencing

The 6920 phone supports up to three parties (including yourself) in a conference call. This is called local 
conferencing and is the default method of conferencing on the 6920.
NOTE: Your System Administrator can set your Conference key to speed dial a specific number. Contact 
your System Administrator for more information.
Creating a Conference Call Using Local Conferencing
Use the following procedure to create a conference call using local conferencing.
1. When you begin a conference, you are the first party in the conference (Party 1). Pickup the handset 

or press the  key. A line opens up.
2. Call Party 2 by dialing their number (or answer an incoming call of a party).

3. Wait for Party 2 to answer. When Party 2 answers, you can consult with them before adding them to 
the conference.

4. Press the Conf softkey.
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5. Enter the phone number of Party 3.

6. Wait for Party 3 to answer. When Party 3 answers, you can consult with them before adding them to 
the conference.
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7. Press the Conf softkey again to add Party 3 to the conference. Party 2 and Party 3 will connect with 
you to form a conference call.

8. To drop a party from the conference, use the up and down navigation keys to highlight the desired 
party and press the Drop key.
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Creating a Conference Call by Joining Two Existing Calls

1. Ensure you are on an active call with one of the parties with whom you wish to create a conference 
(the other party should be placed on hold). 

NOTE: Direct conferencing can be performed in either the Multi-View Call screen or Detailed View 
Call screen.

2. Press the up and down navigation keys to highlight the party you wish to conference in.



142

HANDLING CALLS CONFERENCING CALLS

3. Press the Conf softkey. The two parties will connect with you to form a conference call.

Joining Additional Parties to Active Conferences

In centralized conferencing, you can join multiple incoming or outgoing calls to active conferences. Before 
following this procedure, at least one active conference must exist on your phone.

1. As Party 1, pickup the handset or press the  key.
A line opens up.

2. Call Party 2 by dialing their number (or answer an incoming call of a party).

3. Wait for Party 2 to answer. When Party 2 answers, you can consult with them before adding them to 
the conference.

4. Press the Conf softkey.

5. Press the Line key that contains the active conference or highlight a party that is part of the active 
conference and press the Conf softkey again to join the parties to the active conference. For example, 
Line 1 and Line 2 both have active conferences. Pressing Line 1 or highlighting a party from Line 1 
will join Party 1 and Party 2 to the conference on Line 1. Pressing Line 2 or highlight a party from Line 
2 will Party 1 and Party 2 to the conference on Line 2.

Ending a Conference and Transferring Remaining Parties

The 6920 allows a host to easily leave a three-way conference call without disrupting the connection of 
the other two remaining parties. If you are the host of a conference call and want to leave the conference, 
simply press the Leave softkey on the phone. Your phone leaves the three-way conference call but the 
remaining parties are still connected together.
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Ending Calls
To end a call, you first need to connect or reconnect to the call if not already connected(e.g. if your caller 

is on hold). Press  or the Drop softkey to end the call. If connected through the handset, you can 
also place the handset back on hook to end the call.
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Managing Calls

The 6920 has several features that make it easier to manage calls, and to keep track of your caller history, 
as well as your business and personal contacts.
These features include:
• Directory
• Received Callers List
• Voicemail
• DND and Call Forward

Directory
The Directory is your personal phone book, conveniently stored within your phone. The 6920 IP phone 
supports enhanced Directory functionality allowing for interoperability with multiple directory sources (i.e. 
Local Directory, Corporate and Personal CSV directories, LDAP, Microsoft Exchange, Xsi Enterprise 
Directory, Xsi Personal Contacts, Xsi Enterprise Common Phone List, Xsi Group Directory, and Xsi Group 
Common Phone List).

On the 6920, you access the Directory by the  key.

NOTE: 
1. As stated above, the 6920 IP phone supports enhanced Directory functionality. Your Local Directory 

will always be available, while the availability of all other Directory sources is dependent on what has 
been configured by your Administrator.

2. See Directory for information on how to configure various Directory options.
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General Directory Functions

Accessing and Navigating the Directory (No External Sources Configured/Enabled)

1. Press the  softkey.
If no external Directory sources are configured or enabled, the local Directory is displayed as per the 
following image.

NOTE: If the Directory is empty, a Directory empty message displays.
2. You can view entry details by pressing the up and down navigation keys to scroll through the list.

3. From the number selection column, press the right navigation key to display the contact’s details 
screen.

You can use the up and down navigation keys to scroll through the list of numbers or press the right 
navigation key to move to the address column and scroll through the contact’s addresses using the 
up and down navigation keys.

4. Press the softkey configured with Directory functionality,  key, or Quit softkey to exit.
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Accessing and Navigating Your Directory (External Directory Sources Configured/Enabled)

1. Press the  softkey.
If additional external Directory sources are configured and enabled, the Directory screen encompass-
es the different source folders as per the following image.

NOTE: If the Directory is empty, a Directory empty message displays.
2. You can view the list of Directory entries on the right for each respective folder by pressing the up and 

down navigation keys.

3. Press the right navigation key to move to the entry column. From this column, you can use the up and 
down navigation keys to scroll through the list of entries.

4. From the entry column, press the  navigation key to display the contact’s details screen.

You can use the up and down navigation keys to scroll through the list of numbers or press the right 
navigation key to move to the address column and scroll through the contact’s addresses using the 
up and down navigation keys.

5. Press the softkey configured with Directory functionality,  key, or Quit softkey to exit.
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Performing a Search
Search functionality is applied across all the available and enabled directories. Pressing on any dialpad 
key initiates the search. After entering the first few letters of the contact’s first name, last name, or 
company name, you can then quickly select a contact and perform the desired action. If external Directory 
sources are configured and enabled, you can select a contact from the consolidated “All” folder to perform 
an action, or navigate to the contact in the specific Directory folder to perform the desired action.
Use the following procedure on the phone’s UI to perform a search.
NOTE: Depending on how your Administrator has configured the search functionality, you may need to 
press a Search softkey in order to execute the search function.

1. Press the  softkey.
2. Using the dialpad keys enter in the letters of the desired contacts’ first name, last name, or company 

name. If no external Directory sources are configured or enabled, search matches will be displayed 
on the left column with any additional numbers for the respective contact displayed on the right. If 
external Directory sources are configured and enabled and the search finds multiple matches, the 
entry will be displayed in the All folder.

When matches are found, navigate to the contact entry and perform your desired action.
NOTE: 
a. If there is only one match, the contact will be displayed in the respective directory folder.
b. Press the Reset softkey at any time clear the search field.

Dialing from the Directory
Dialing can be performed by manually navigating to the Directory contact, selecting a phone number (if 

the contact has more than one) and then pressing the Dial softkey, select button, Line button,  
button, or by simply pick up the handset.
Use the following procedure on the phone’s UI to dial a contact’s phone number.

1. Press the  softkey.
2. (Optional) Using the dialpad keys input the first letters of the contact’s name to initialize the search 

function.

3. Use the navigation keys to highlight the contact you want to call.
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(Optional) If the contact has multiple phone numbers defined, press the  key to navigate to the 
numbers selection column (if no external Directory sources are configured/enabled) or Details page 
and use the  keys to select the desired phone number.

4. Press the Dial softkey, select button, Line button,  button, or pick up the handset to dial the 
contact’s phone number.

Local Directory Features

The internal Local Directory contains the contacts that have been created or copied directly to the phone 
using the phone UI. If no external directory sources are available, pressing on the Directory key will open 
the Local Directory menu.
From the Local Directory menu, you can search for a contact, place a call to the selected contact, add 
new contacts to the Local Directory, delete all contacts, delete individual contacts, or edit existing 
contacts. Users can also view contact details (e.g. title, company name, numbers, work and home 
addresses, e-mail addresses, etc...).
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NOTE: 
1. Up to 1000 Directory contacts can be stored locally on the phone.
2. For details on the total number of Local Directory entries currently stored on your phone, see “Phone 

status via IP phone UI”.

You can also assign an individual contact ring tone to contacts in your Local Directory. Individual contact 
ring tones can be used during incoming calls to help you identify the party calling. You can select 
contact-specific ring tones (from the phone’s 15 preloaded as well as the 8 custom ring tones) for respec-
tive contacts in your Local Directory, which will be played back when a call from the respective contact is 
incoming.
Individual contact ring tone support is dependent on the phone’s directory lookup functionality. During an 
incoming call, the Local Directory is examined against the phone number of the incoming call. If a match 
is found and the contact has an associated contact ring tone, the contact ring tone is played. If a match 
is not found or if a contact ringtone is not assigned, the standard ring tone for the line being used to field 
the incoming call is played.
NOTE: 
1. In instances where a custom ring tone is selected as the individual contact ring tone for a Local Direc-

tory contact and subsequently the custom ring tone is deleted, the standard ring tone will be played.
2. Individual contact ring tone support is applicable to the Local Directory only. If you would like to apply 

a ring tone for a contact in an external directory source (e.g. CSV-based directories, Exchange 
Contacts, LDAP, and Xsi directories) or Incoming Callers List/Outgoing Redial List, you must first copy 
the desired contact to the Local Directory.

Using the IP phone UI you can perform the following actions with regards to the Local Directory:
• Add new contacts to the Local Directory
• Edit entries in the Local Directory
• Delete all entries from the Local Directory
• Delete individual entries from the Local Directory

Adding New Entries to the Local Directory

1. Press the  softkey.
2. If no external sources are configured, simply press the Add New softkey.orIf external Directory 

sources are configured/enabled and if the Local Directory contains contacts, press the right navigation 
key to move to Local Directory contact column and press the Add New softkey.

3. Under the Identity tab, use the up and down navigation keys to navigate to the desired fields and 
using the dialpad keys input the first name, last name, job title, and organization of the respective 
contact.
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4. (Optional) Navigate to the Ring Tone xfield and press the left and right navigation keys to select the 
desired ring tone for the respective contact.

5. Press the up navigation key to navigate to the Identity tab, and press the right navigation key to switch 
to the Numbers tab.

6. Under the Numbers tab, use the up and down navigation keys to navigate to the respective phone 
number fields (e.g. Work 1, Work 2, Mobile, etc...) and using the dialpad keys input the contact’s 
numbers in the desired fields.

NOTE: For each number you can assign a specific line (if available) to dial out on by selecting the 
respective Line field and pressing the left and right keys to switch lines.

7. Press the up navigation key to navigate to the Numbers tab, and press the right navigation key to 
switch to the Work Address tab.

8. Under the Work Address tab, use the up and down navigation keys to navigate to the desired fields 
and using the dialpad keys input the work address information of the respective contact.
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9. Press the up navigation key to navigate to the Work Address tab, and press the right navigation key 
to switch to the Home Address tab.

10. Under the Home Addresstab, use the up and down navigation keys to navigate to the desired fields 
and using the dialpad keys input the home address information of the respective contact.

11. Press the up navigation key to navigate to the Home Address tab, and press the right navigation key 
to switch to the Email tab.

12. Under the Email tab, use the up and down navigation keys to navigate to the desired fields and using 
the dialpad keys input the email address(es) of the respective contact.
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13. Press theSave softkey to save your changes.

Editing an Existing Local Directory Entry

1. Press the  softkey.
2. (Optional) Using the dialpad keys input the first letters of the contact’s name to initialize the search 

function.

3. Use the navigation keys to highlight the contact you want to edit.

4. Press the Edit softkey (if no external Directory sources are configured/enabled) or navigate to the 
contact’s Details page and press the Edit softkey.
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5. Use the navigation keys to navigate through the various tabs and fields and edit any desired informa-
tion using the dialpad keys.

6. Press the Save softkey to save your changes.

Deleting Entries from the Local Directory (No External Directory Sources Configured/Enabled)

1. Press the  softkey.
2. (Optional) If you want to delete an individual entry, using the dialpad keys input the first letters of the 

contact’s name to initialize the search function.

3. Highlight the desired entry (if applicable) and press the Delete softkey.

A “Delete selected item or delete all items?” message will appear on screen.
4. Press the Delete All softkey to delete all contacts from your Local Directory. or Press the Delete Item 

softkey to delete the individual entry from your Local Directory.

NOTE: Press the Cancel softkey to cancel the delete process.
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Deleting All Entries from the Local Directory (External Directory Sources Configured/Enabled)

1. Press the  softkey.
2. Press the Delete softkey.

A “Delete all entries in Local” message will appear on screen.
3. Press the Delete softkey again to delete all contacts from your Local Directory.

NOTE: Press the Cancel softkey to cancel the delete process.

Deleting Individual Entries from the Directory (External Directory Sources Configured/Enabled)

1. Press the  softkey.
2. (Optional) Using the dialpad keys input the first letters of the contact’s name to initialize the search 

function.

3. Navigate to the Local Directory contact column and use the up and down navigation keys to highlight 
the contact you want to delete.

4. Press the Delete softkey.
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A “Delete <Name> from Local” message will appear on screen.
5. Press the Delete softkey again to delete the contact from your Local Directory.

NOTE: Press the Cancel softkey to cancel the delete process.

Downloading the Local Directory to Your PC
You can download the Local Directory to your PC via the Mitel Web UI. The phone stores the directo-
rylist.csv file to your PC in comma-separated value (CSV) format.
You can use any spreadsheet application to open the file for viewing. The file displays the following items 
for each Local Directory entry:
• First Name
• Last Name
• Company
• Job Title
• Work Address Street
• Work Address City
• Work Address State/Province
• Work Address Zip/Postal Code
• Work Address Country
• Home Address Street
• Home Address City
• Home Address State/Province
• Home Address Zip/Postal Code
• Home Address Country
• Email1
• Email2
• Email3
• Number of Total Phone Numbers
• Phone Number 1 Type
• Phone Number 1 Line #
• Phone Number 1...
• Phone Number 7 Type
• Phone Number 7 Line #
• Phone Number 7

1. Click on Operation > Directory.
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2. In the Directory field, click on Save As...A download window displays.

3. Click OK.

4. Enter the location on your computer where you want to download the Directory and click Save. The 
directorylist.csv file downloads to your computer.

5. Use a spreadsheet application to open and view the directorylist.csv file.

Import Local Directory to Your PC
You can import the local directory data from WebUI when switching or upgrading SIP phones. An import 
mechanism is created at the WebUI which facilitates the following:
• Export local directory through WebUI on the old phone as a CSV file.
• Import local directory through WebUI from the CSV file on the new phone.
• Local directory is replaced by the data from the CSV file.

The import mechanism does not work in the following scenarios:
• No record is detected in the CSV file.
• Number of records in the CSV file exceed 1000.

The duplicates are ignored from the CSV file when import is performed
This feature allows user to make bulk changes in the local directory by modifying the exported CSV file 
and importing it back.
The feature is not available when the directory is disabled or when the directory is replaced with a XML 
script.
1. Click on Operation > Directory.

2. In the Local Directory Upload field, click Choose File.

3. Enter the location on your computer from where you want to upload the file and click Open.

4. Click Upload.

External Directory Source Features

The following external Directory sources may be configured on your phone:
• Two CSV-based directories.

NOTE: CSV-based directories, directory 1 and directory 2 can now support 2000 contacts in each 
directory.

• Lightweight Directory Access Protocol (LDAP) Directory.
• Microsoft Exchange contacts (Exchange 2007 SP1 or greater interface supported).
• Personal Contacts, Enterprise Common Phone List, Group Directory, and Group Common Phone List.

When any of these external Directory sources are configured, the contacts from the respective sources 
will be loaded into your Directory. From the Directory List, you will be able to search for any external Direc-
tory source contacts, dial out to the contacts, copy the contacts to the Local Directory, or simply view the 
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external Directory source contact’s details (e.g. title, company name, numbers, work and home 
addresses, e-mail addresses, etc...).
Configuring an External Directory Source Using the Phone UI
For details on how to enable/disable the external Directory source, change the default folder labels, and 
enter credentials, please refer to “Enabling/Disabling Directories and Renaming Labels Using the IP 
Phone UI”.
Copying a Contact in an External Directory Source to the Local Directory
Use the following procedure on the phone’s UI to copy an external Directory source contact to the Local 
Directory.

1. Press the  softkey.
2. (Optional) Using the dialpad keys input the first letters of the contact’s name to initialize the search 

function.

3. Navigate to the respective external Directory source’s contact column and use the up and down navi-
gation keys to highlight the contact you want to edit.

4. Press the right navigation key to view the contact’s Details page and press the Copy key.

An “Entry copied to Local” message will be displayed indicating the contact was saved to the Local 
Directory successfully.

Received Callers List
NOTE: Received Callers List information in this User Guide describes the phone’s native Received Callers 
List. In some environments, the Received Callers List key may bring up a Received Callers List provided 
by the call manager; therefore, depending on your call manager, the Received Callers List on your phone 
may function and behave differently then what is documented in this User Guide. If this is the case, 
contact your System Administrator for more information regarding your specific Received Callers List.
The Received Callers List is a stored log of your incoming calls. The 6920 telephone stores information 
on up to 200 incoming calls in the Received Callers List. Your telephone logs the name/number of the 
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caller, when they last called, and if the call was answered or missed. Additional information such as the 
duration of the call, line used, and call features utilized during the call can also be viewed.
You can view, scroll, and delete line items in the Received Callers List from the IP phone UI as wells as 
copy selected entries to the Local Directory. You can also dial out directly using a displayed entry in the 
Received Callers List.

On the 6920, you access the Received Callers List by the key.

The following table identifies and describes the various icons displayed in the Received Callers List.

Icon Description

Indicates an incoming call.

Indicates an incoming call that was not answered.

Call Feature Indicators (in detailed view only)

Indicates the call was secured using TLS/SRTP 
encryption.

Indicates the call was using Mitel Hi-Q™ audio.

Indicates active VoIP recording was enabled and 
the call was recorded.
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NOTE: 
1. When the Received Callers List is full, the oldest call records are deleted to accommodate the infor-

mation of new callers.
2. If the telephone number of an incoming or outgoing call matches a number that you have programmed 

with a name in a softkey or the Directory, the Received Callers List display the same name and 
number.

3. For details on the total number of Received Callers List entries currently stored on your phone, see 
“Phone status via IP phone UI”

Accessing and Using the Received Callers List

1. Press the  key.

2. With Received highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Received Callers List.

4. Press right navigation key to see more detailed information about the Received Callers List entry.
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NOTE: The detailed view screen contains the picture ID of the caller (if available), the date and time 
of the incoming call, the line on which the call was received, call duration (if the call was answered), 
any applicable call feature indicators, and the caller ID details.

5. To dial the displayed number while in the Received Callers List, press the select button, press 

, lift the handset, or press any of the line keys.

6. To exit the Received Callers List, press the  key,  key, or the Quit softkey.

Editing Entries in the Received Callers List

In the Received Callers List, pressing the Edit softkey allows you to edit the entry’s name and/or number 
prior to dialing out or copying to the Local Directory.

1. Press the  key.
2. With Received highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Received Callers List.

4. Press the right navigation key to see more detailed information about the Received Callers List entry.

5. Press the Edit softkey.

6. Using the dialpad keys, edit the name and/or number.

NOTE: To move the cursor one digit/character to the right, press the right navigation key. To erase 
one digit/character to the left of the cursor, press the Backspace softkey.

7. To dial the new number, press the select button, press , lift the handset, or press any of the 
line keys. 

or
8. To copy the new number to the Local Directory, press the Copy softkey.



161

MANAGING CALLS RECEIVED CALLERS LIST

Deleting Entries from the Received Callers List

You can delete individual entries from the Received Callers List or you can simply delete all entries in the 
Received Callers List.
To delete all entries from the Received Callers List

1. Press the  key.
2. Press the Delete softkey.

3. Press the Delete softkey to erase all items.

To delete an individual entry from the Received Callers List

1. Press the  key.
2. With Received highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Received Callers List.

4. Press the Delete softkey.
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5. Press the Delete softkey again to erase the entry.

Copying Entries to the Local Directory

1. Press the  key.
2. With Received highlighted press the right navigation key to move to entry column.

3. Press the up and down navigation keys to scroll through and highlight the respective Received Callers 
List entry.

4. Press the Copy softkey. The entry is copied to the Local Directory.

NOTE: The contact’s name already exists in the Directory but the number is different, press the 
Replace softkey to replace the contact’s old number with the new number or press the Merge 
softkey to add the new number as an additional number while keeping the old number intact.

Missed Calls Indicator

The IP phone has a missed calls indicator and icon that increments the number of missed calls to the 
phone. The number of calls that have not been answered increment on the phone’s Home screen as # 
Missed Calls.
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As the number of unanswered calls increment, the phone numbers associated with the calls are stored in 
the Missed Callers List. When the user accesses the Missed Callers List, the missed calls message on 
the Home screen is cleared.
Viewing Missed Call Details in the Missed Callers List

1. Press the  key.

2. With Missed highlighted press the right navigation key to move to entry column.

3. Use the up and down navigation keys to scroll through the entries in the Missed Callers List.

4. Press right navigation key to see more detailed information about the Missed Callers List entry.

5. To exit the Missed Callers List, press the  key,  key or the Quit softkey.

The missed calls message on the Home screen is cleared upon exit.
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Downloading the Received Callers List to Your PC

You can download the Received Callers List to your PC for viewing using the Mitel Web UI. When you 
download the Received Callers List, the phone stores the callerlist.csv file to your computer in 
comma-separated value (CSV) format.
You can use any spreadsheet application to open the file for viewing. This file displays the phone number, 
caller name, and the line that the call came in on.
Downloading the Received Callers List
1. Click on Operation > Directory.

2. In the Callers List field, click on Save As.A download window displays.

3. Click OK.

4. Enter the location on your computer where you want to download the Received Callers List and click 
Save.The callerslist.csv file downloads to your computer.

5. Use a spreadsheet application to open and view the Received Callers List.

Voicemail
The 6920 SIP phone provides a hardkey for configuring voicemail.
NOTE: Voicemail functionality must be configured by your System Administrator.

When voicemail functionality is enabled, the MWI LED on the Mitel 6920 flashes red and the  (Voice-
mail) icon displays on the status bar indicating that voicemail messages are available. You can access 
your voicemail service by pressing the Voicemail key.
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On the SIP phone, pressing the  Voicemail hardkey and dialing the Voicemail number (configured 
by your System Administrator) connects the call to Line 1 Voicemail box.

Voicemail displays an accurate count of your voicemail messages on the status bar.
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DND and Call Forward
The 6920 has a feature that allows you to configure DND and Call Forward for multiple accounts on the 
phone. You can set specific modes for the way you want the phone to handle DND and Call Forward. The 
three modes you can set on the phone for these features are:
• Account
• Phone
• Custom

The following paragraphs describe account-based DND and Call Forward:
• DND Configuration
• Call Forward Configuration

DND Configuration

DND is a feature on the phone that prevents the phone from ringing and receiving incoming calls. When 
DND is enabled with Call Forward, any incoming calls can be forwarded to your voicemail or another 
number. See “Call Forward Configuration” for more information about call forwarding to other numbers.
On the 6920, you can set DND on the phone-side for a specific account or for all accounts on the phone. 
You can set three modes for DND using the Mitel Web UI at the path, Basic Settings > Preferences > 
General > DND Key Mode: Account, Phone(default), and Custom. DND performs according to the mode 
you set.
You can then configure a DND key (for the phone or for an expansion module) using the Mitel Web UI at 
the path, Operation > Softkeys and XMLor Operation > Expansion Module <N>. You can toggle DND on 
and off by pressing the key, or by setting DND for a specific account at the path, Basic Settings > Account 

Configuration. Once you enable DND, the  icon displays on screen for the applicable account.
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NOTE: If there is only one account configured on the phone, then the mode setting is ignored and the 
phone behaves as if the mode was set to Phone.
The following describes the key behavior for each DND mode.
• Account: The DND key toggles the account in focus on the IP phone UI to on or off.
• Phone (default): The DND key toggles all accounts on the phone to on or off.
• Custom: The DND key displays custom screens on the IP phone UI. The user can select whether to 

enable/disable DND per account, enable DND on all accounts, or disable DND on all accounts.

The following table describes the key and Message Waiting Indicator (MWI) LEDs when you enable DND 
on the IP phone.

NOTE: If you make changes to the configuration for DND via the IP phone UI, you must refresh the Mitel 
Web UI screen to see the changes.
Configuring a DND Key
The following describes the process of configuring DND on your phone. To configure a DND key, see “Do 
Not Disturb (DND) Key”.
NOTE: If there is no DND key configured or if it has been removed, DND is disabled on the IP phone.

Key LED Behavior for All Modes (Left 
Softkeys Only) MWI LED Behavior for All Modes

DND key LEDRED if current account in focus has 
DND on.
DND key LED off when current account in focus 
has DND disabled.

MWI LED on if current account in focus has DND 
on.
MWI LED off if current account in focus has DND 
off.
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Configuring DND Using the Mitel Web UI
1. Click on Basic Settings > Preferences > General.

2. In the DND Key Mode field, select a DND mode to use on the phone.

– Account: Sets DND for a specific account. DND key toggles the account in focus on the phone to on 
or off.

– Phone (default): Sets DND on for all accounts on the phone. DND key toggles all accounts on the 
phone to on or off.

– Custom: Sets the phone to display custom screens after pressing the DND key that list the 
account(s) on the phone.

The user can select a specific account for DND, turn DND on for all accounts, or turn DND off for all 
accounts.

NOTE: 
a. If there is only one account configured on the phone, then the mode setting is ignored and the 

phone behaves as if the mode was set to Phone.
b. Using the Mitel Web UI, if you change the DND Key Mode to Phone, all accounts synchronize 

to the current setting of Account 1.

3. Click Save Settings. The changes takes affect immediately without a reboot.

4. Click on Basic Settings > Account Configuration.
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5. For each account, enable DND by placing a check mark in the box. Disable DND by unchecking the 
box.

NOTE: 
a. If you selected Account or Custom mode in Step 2, you can enable/disable each account or all 

accounts as applicable. If you selected Phone mode, the first account allows you to change the 
DND status for all accounts.

b. Number and name of accounts that display to this screen are dependent on the number and 
name of accounts configured on the phone. Only your Administrator can create accounts for your 
phone. Contact your Administrator for more information.

6. Click Save Settings. The changes takes affect immediately without a reboot.

Configuring DND Modes Using the IP Phone UI

After you add a DND key to your phone, you can toggle the DND state using this key on the phone. Use 
the following procedure to enable/disable DND on the IP phone.
The following procedures assume you have already configured a DND key AND assumes there are 
multiple accounts configured on the phone.
DND in Account Mode
1. From the Home screen press the right navigation key to move to the Line Selection screen.
2. Highlight the desired account using the up and down navigation keys.

3. Press the left navigation key to go back to the Home screen.

4. With the account in focus on the Home screen, press the DND softkey to toggle DND on or off for the 
account.

DND in Phone Mode (Default)
1. From the Home screen, press the DND softkey to toggle DND on or off for all accounts on the phone.

NOTE: Enabling DND in Phone mode toggles all accounts on the phone to DND on.
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DND in Custom Mode
1. From the Home screen, press the DND softkey. The screen displays a list of the accounts on the 

phone and allows you to enable/disable a specific account or all accounts.

2. Use the up and down navigation keys to scroll through the accounts and press the select button to 
enable DND for the selected account.

NOTE: Press the All On or All Off softkeys to quickly enable or disable DND for all accounts.
3. Press the Save softkey to save your changes.

 Call Forward Configuration

Call Forward on the IP phone allows incoming calls to be forwarded to another destination.
On the 6920, you can set Call Forward on the phone-side for a specific account or for all accounts on the 
phone. You can set a Call Forward mode using the Mitel Web UI at the path, Basic Settings > Preferences 
> General > Call Forward Key Mode: Account (default), Phone, and Custom. Call Forward behaves 
according to the mode you set.
You can configure Call Forward using the Mitel Web UI at the path, Basic Settings > Account Configura-
tion, or you can configure Call Forward using the IP phone UI at the path, Options > Call Forward.
Using the Mitel Web UI at the path, Operation > Softkeys and XML, you can also configure a Call Forward 
key for the phone (or for an expansion module) to use as a shortcut for accessing the Call Forward menu 
on the phone.
The following describes the behavior for each Call Forward mode.
• Account (default): The Account mode allows you to configure Call Forward on a per account basis. 

Pressing a configured Call Forward key applies to the account in focus.
• Phone: The Phone mode allows you to set the same Call Forward configuration for all accounts (All, 

Busy, and/or No Answer). When you configure the initial account, the phone applies the configuration 
to all other accounts. (In the Mitel Web UI, only the account you configured is enabled. All other 
accounts are greyed out but set to the same configuration.) Using the Mitel Web UI, if you make 
changes to that initial account, the changes apply to all accounts on the phone.

• Custom: The Custom mode allows you to configure Call Forward for a specific account or all accounts. 
You can configure a specific mode (All, Busy, and/or No Answer) for each account independently or 
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all accounts. On the 6920, you can set all accounts to All On, All Off, or copy the configuration for the 
account in focus to all other accounts using a CopytoAll softkey.

NOTE: If there is only one account configured on the phone, then the mode setting is ignored and the 
phone behaves as if the mode was set to Phone.

You can enable different Call Forward rules/modes independently (for example, you can set different 
phone numbers for Busy, All, and NoAnswer modes and then turn them on/off individually).
The following table describes the key and Message Waiting Indicator (MWI) LEDs when you enable Call 
Forward on the IP phone.

NOTE: If you make changes to the configuration for Call Forward via the IP phone UI, you must refresh the 
Mitel Web UI screen to see the changes.
When Call Forward is set to either “Call Forward Busy” or “Call Forward No Answer” options, the MWI 
LED on the SIP phone turns off. The LED turns on only when Call Forward is set to “Call Forward All”.

Configuring a Call Forward Key

The following describes the process of configuring Call Forward on your phone. To configure a Call 
Forward key, see “Call Forward Key”.

Key LED Behavior for All Modes (Left 
Softkeys Only) MWI LED Behavior for All Modes

Call Forward key LED RED if any Call Forward 
mode is enabled for the account in focus.
Call Forward key LED off if all Call Forward 
modes are disabled for the account in focus.

MWI LED on if any Call Forward mode is enabled 
for the account in focus.
MWI LED off if all Call Forward modes are 
disabled for the account in focus.
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Configuring Call Forward Using the Mitel Web UI

1. Click on Basic Settings > Preferences > General.

2. In the Call Forward Key Mode field, select a call forward mode to use on the phone.

– Account (default): The Account mode allows you to configure Call Forward on a per account basis. 
Pressing a configured Call Forward key applies to the account in focus.

– Phone: The Phone mode allows you to set the same Call Forward configuration for all accounts (All, 
Busy, and/or No Answer). When you configure the initial account, the phone applies the configura-
tion to all other accounts. (In the Mitel Web UI, only the account you configured is enabled. All other 
accounts are greyed out but set to the same configuration.) Using the Mitel Web UI, if you make 
changes to that initial account, the changes apply to all accounts on the phone.

– Custom: The Custom mode allows you to configure Call Forward for a specific account or all 
accounts. You can configure a specific state (All, Busy, and/or No Answer) for each account inde-
pendently or all accounts. On the 6920, you can set all accounts to All On, All Off, or copy the 
configuration for the account in focus to all other accounts using a CopytoAll softkey.

NOTE: If there is only one account configured on the phone, then the mode setting is ignored 
and the phone behaves as if the mode was set to Phone.

3. Click Save Settings. The changes takes affect immediately without a reboot.

4. Click on Basic Settings > Account Configuration.
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The illustration above shows 2 accounts configured on the phone. Accounts must be set up by your 
System Administrator.

5. For each account, enable the Call Forward state by placing a check mark in one or more of the 
following State fields:

– All
– Busy
– No Answer

The All option forwards all incoming calls for this account to the specified phone number regardless 
of the state of the phone. The phone can be in the Busy or No Answer states, or can be in the idle 
state. The phone still forwards all calls to the specified number.
The Busy option call forwards incoming calls only if the account is in the busy state. The calls are for-
warded to the specified phone number.
The No Answer option call forwards incoming calls only if the account rings but is not answered in the 
defined number of rings. The call gets forwarded to the specified number.

NOTE: You can use the Busy and No Answer states together using different forwarding phone 
numbers. If these states are enabled for an account (the All state is disabled), and the phone is in 
the busy state when a call comes in, the phone can forward the call to the specified phone number 
(for example, voicemail). If there is no answer on the phone after the specified number of rings, the 
phone can forward the call to a different specified number, such as a cell phone number.

6. For each account, in the Value field, enter the phone number for which you want the incoming calls 
to forward to if the phone is in the specified state.If using the Account mode or Custom mode, you can 
enter different phone numbers for each account.

NOTE: 
a. If you selected Account mode in Step 5, you can enable/disable each account or all accounts as 

applicable. You can enter different phone number for each enabled state.
b. If you selected Custom mode, you can enable/disable each account or all accounts as appli-

cable. You can enter different phone numbers for each enabled state.
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c. If you selected Phone mode, all accounts are set to the same Call Forward configuration (All, 
Busy, and/or No Answer) as Account 1 on the phone. In the Mitel Web UI, only Account 1 is 
enabled. All other accounts are greyed out but use the same configuration as Account 1.

d. Using the Mitel Web UI, if you make changes to Account 1, the changes apply to all accounts on 
the phone. Using the IP phone UI, if you make changes to any other account other then Account 
1, the changes also apply to all accounts on the phone. When enabling a Call Forward state, you 
must specify a phone number for the phone to Call Forward to. The number you specify applies 
to all accounts of the same mode.

e. Number and name of accounts that display to this screen are dependent on the number and 
name of accounts configured on the phone. The name for the account is specified by your 
System Administrator. Contact your System Administrator for more information.

7. For the No Answer state, in the No. Rings field, enter the number of times that the account rings 
before forwarding the call to the specified number. Valid values are 1 through 20. Default is 1.

8. When using the Account mode or Custom mode, you can enter a different number of rings for each 
account. If you use the Mitel Web UI to change the Call Forward Key Mode to Phone, all accounts 
synchronize to Account 1.

9. Click Save Settings. The changes takes affect immediately without a reboot.

Using Call Forward via the IP Phone UI

Once Call Forward is enabled on your phone, you can access the Call Forward menus by pressing a 
pre-configured Call Forward key, or by selecting Options > Call Forward from the IP phone UI.
Call Forward in Account Mode
1. From the Home screen press the right navigation key to move to the Line Selection screen.
2. Highlight the desired account using the up and down navigation keys.

3. Press the left navigation key to go back to the Home screen.

4. With the account in focus on Home screen, press the configured Call Fwd softkey or press , 
navigate to the Call Forward option and press the select button or Select softkey.The Call Forward 
screen displays for the account you selected.
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5. Enter forwarding numbers using the dialpad keys for any of the following states:

– All: Forwards all incoming calls for the respective account to the specified number.
– Busy: Forwards incoming calls to a specified number if DND has been enabled for that account OR 

if the account is currently engaged in another call.
– No Answer: Forwards incoming calls to a specified number if the call has not been answered for the 

specified number of rings.
NOTE: 
i. Pressing the down navigation key moves the selection to the next field/checkbox.
ii. If All and Busy and No Answer are all enabled (and/or if the account has DND enabled), the 

All settings take precedence over Busy and No Answer.
iii. Pressing the CopyToAll key copies the call forward number of the Call Forward mode in 

focus to every Call Forward mode of that account. For example, if you have the cursor 
pointing at the All state and has a call forward phone number configured, pressing the 
CopytoAll key assigns the same phone number to the Busy and No Answer states as well.

6. If configuring a forwarding number for the No Answer state, navigate to the No. Rings field and press 
the left and right navigation keys to change the desired number of rings.

7. Using the downnavigation key, move to the On checkbox beside the respective Call Forward mode 
and press the select button to enable the Call Forward mode.

8. Press the Save softkey to save your changes.

Call Forward in Phone Mode

1. Press the configured Call Fwd softkey or press , navigate to the Call Forward option and 
press the select button or Select softkey.The Call Forward screen displays and is applicable to all 
accounts configured on the phone.

2. Enter forwarding numbers using the dialpad keys for any of the following states:

– All: Forwards all incoming calls for the respective account to the specified number.
– Busy: Forwards incoming calls to a specified number if DND has been enabled for that account OR 

if the account is currently engaged in another call.
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– No Answer: Forwards incoming calls to a specified number if the call has not been answered for the 
specified number of rings.

NOTE: 
i. Pressing the down navigation key moves the selection to the next field/checkbox.
ii. If All and Busy and No Answer are all enabled (and/or if the account has DND enabled), the 

All settings take precedence over Busy and No Answer.
iii. Pressing the CopyToAll key copies the call forward number of the Call Forward mode in 

focus to every Call Forward mode of that account. For example, if you have the cursor 
pointing at the All state and has a call forward phone number configured, pressing the 
CopytoAll key assigns the same phone number to the Busy and No Answer states as well.

3. If configuring a forwarding number for the No Answer state, navigate to the No. Rings field and press 
the left and right navigation keys to change the desired number of rings.

4. Using the downnavigation key, move to the On checkbox beside the respective Call Forward mode 
and press the select button to enable the Call Forward mode.

5. Press the Save softkey to save your changes.

NOTE: In Phone mode, the configuration applies to all the accounts on the phone.

Call Forward in Custom Mode

1. Press the configured Call Fwd softkey or press , navigate to the Call Forward option and 
press the select button or Select softkey.The Call Forward screen displays.

2. Press the left and right navigation keys to change to the desired account.

NOTE: select All Accounts if you want your changes to be made to all the accounts configured on 
the phone.

3. Enter forwarding numbers using the dialpad keys for any of the following states:

– All: Forwards all incoming calls for the respective account to the specified number.
– Busy: Forwards incoming calls to a specified number if DND has been enabled for that account OR 

if the account is currently engaged in another call.
– No Answer: Forwards incoming calls to a specified number if the call has not been answered for the 

specified number of rings.
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NOTE: 
i. Pressing the down navigation key moves the selection to the next field/checkbox.
ii. If All and Busy and No Answer are all enabled (and/or if the account has DND enabled), the 

All settings take precedence over Busy and No Answer.
iii. Pressing the CopyToAll key copies the call forward number of the Call Forward mode in 

focus to every Call Forward mode of that account. For example, if you have the cursor 
pointing at the All state and has a call forward phone number configured, pressing the 
CopytoAll key assigns the same phone number to the Busy and No Answer states as well.

4. If configuring a forwarding number for the No Answer state, navigate to the No. Rings field and press 
the left and right navigation keys to change the desired number of rings.

5. Using the downnavigation key, move to the On checkbox beside the respective Call Forward mode 
and press the select button to enable the Call Forward mode.

6. Press the Save softkey to save your changes.
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Additional Features

This section describes additional features you can use on the 6920 phone.

Display DTMF Digits
A feature on the 6920 phone allows users to enable or disable DTMF (dual-tone multi-frequency) digits 
to display to the IP phone when using the dialpad to dial, or when dialing from a softkey or expansion 
module key.
DTMF is the signal sent from the phone to the network that you generate when you press the phone’s 
touch keys. This is also known as touchtone dialing. Each key you press on your phone generates two 
tones of specific frequencies. One tone is generated from a high-frequency group of tones and the other 
from a low frequency group.
If you enable the Display DTMF Digits parameter, the digits you are dialing from the dialpad or softkey 
display to the IP phone’s LCD display. This parameter is disabled by default (no digits display when 
dialing).
You can enable the Display DTMF Digits parameter using the Mitel Web UI.
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Configuring Display of DTMF Digits

1. Click on Basic Settings > Preferences > General. 

2. Enable the Display DTMF Digits field by checking the check box . Disable this field by unchecking 
the box (default is disabled).

3. Click Save Settings to save your settings.

Play Call Waiting Tone
You can enable or disable the playing of a call waiting tone when a caller is on an active call and a new 
call comes into the phone.
You can configure this feature using the Mitel Web UI.
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Configuring Call Waiting Tone

1. Click on Basic Settings > Preferences > General. 

2. The Play Call Waiting Tone field is enabled by default. To disable this field, uncheck the box.

3. Click Save Settings to save your settings.

Stuttered Dial Tone
You can enable or disable the playing of a stuttered dial tone when there is a message waiting on the IP 
phone.
You can configure this feature using the Mitel Web UI.
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Configuring Stuttered Dial Tone

1. Click on Basic Settings > Preferences > General. 

2. The Stuttered Dial Tone field is enabled by default. To disable this field, uncheck the box.

3. Click Save Settings to save your settings.

XML Beep Support
Using the Mitel Web UI, you can enable or disable a beep to be audible when the phone receives an XML 
application using the XML Beep Support field at the path Basic Settings > Preferences > General. If you 
disable this feature, then no beep is heard when the XML application arrives to the phone.
If your System Administrator has set a value for this feature in a custom XML application or in the config-
uration files, the value you set in the Mitel Web UI overrides the Administrator’s setting. Setting and saving 
the value in the Mitel Web UI applies to the phone immediately.
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Configuring XML Beep Support

1. Click on Basic Settings > Preferences > General. 

2. The XML Beep Support field is enabled by default. To disable this field, uncheck the box.

3. Click Save Settings.

Status Scroll Delay
Using the Mitel Web UI, you can specify a scroll delay option that allows you to set the time delay, in 
seconds, between the scrolling of each status message on the phone. You can specify this setting in the 
Status Scroll Delay (seconds) field at the path Basic Settings > Preferences > General. The default time 
is 5 seconds for each message to display before scrolling to the next message. You can increase or 
decrease this time as required. Setting and saving the value in the Mitel Web UI applies to the phone 
immediately.
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Configuring Status Scroll Delay

1. Click on Basic Settings > Preferences > General. 

2. Enter a value in the Status Scroll Delay (seconds) field. Valid values are: 1 to 25 seconds. Default 
is 5 seconds.

3. Click Save Settings to save our changes.

Switch UI Focus to Ringing Line
You can configure a feature on the 6920 that controls the behavior of the phone when it receives an 
incoming call when it is already in a connected call. When a call comes into the phone, and the phone is 
already on a connected call, the phone switches focus to the ringing line to enable the user to see who is 
calling them. You can turn off this functionality so that the phone stays focused on the connected call. You 
can do this using the Switch Focus to Ringing Line parameter in the Mitel Web UI.
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Configuring Switch Focus to Ringing Line

1. Click on Basic Settings > Preferences > General. 

2. The Switch Focus to Ringing Line field is enabled by default. To disable this field, uncheck the box.

3. Click Save Settings to save your settings.

Call Hold Reminder During Active Calls
The IP phones allow you to enable or disable the ability for the phone to initiate a continuous reminder 
tone on the active call when another call is on hold. For example, when this feature is enabled, and the 
call on Line 1 is on hold, and then the you answer a call on Line 2 and stay on that line, a reminder tone 
is played in the active audio path on Line 2 to remind you that there is still a call on hold on Line 1.
When this feature is disabled, a ring splash is heard when the active call hangs up and there is still a call 
on hold.
You can enable or disable this feature using the Call Hold Reminder During Active Calls parameter in 
the Mitel Web UI.
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Configuring Call Hold Reminder During Active Calls

1. Click on Basic Settings > Preferences > General.

2. The Call Hold Reminder During Active Calls field is disabled by default. To enabled this field, check 
the box.When this feature is enabled, a reminder tone is heard on the active call when another call is 
on hold. When disabled, a ring splash is heard when the active call hangs up and there is still a call 
on hold.

3. Click Save Settings.

Call Hold Reminder (on single hold)
On the 6920 IP phone, you can enable or disable a feature that will start the reminder ring splash timer 
as soon as you put a call on hold (even when no other calls are active on the phone). When enabled, the 
phone initiates a reminder ring splash periodically for the single call on hold. When disabled, no reminder 
ring splash is audible.
You can enable or disable this feature using the Call Hold Reminder parameter in the Mitel Web UI.
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Configuring Call Hold Reminder

1. Click on Basic Settings > Preferences > General
 

2. The Call Hold Reminder field is disabled by default. To enabled this field, check the box.When this 
feature is enabled, the reminder ring splash timer starts as soon as you put a call on hold (even when 
no other calls are active on the phone). The phone initiates a reminder ring splash periodically for the 
single call on hold. When disabled, no reminder ring splash is audible.

3. Click Save Settings.

Call Waiting Tone Period
You can specify a specific time period (in seconds) for the call waiting tone to play at regular intervals on 
an active call using the parameter Call Waiting Tone Period. A value of 0 is the default and plays the 
call waiting tone only once on the active call. When the incoming caller hangs up, the call waiting tone 
stops on the existing active call.
You can enable or disable this feature in the Mitel Web UI.
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Configuring Call Waiting Tone Period

1. Click on Basic Settings > Preferences > General.

2. In the Call Waiting Tone Period field, enter a time period, in seconds, that the call waiting tone will 
be audible on an active call when another call comes in. Default is 0 seconds.When enabled, the call 
waiting tone plays at regular intervals for the amount of time set for this parameter. For example, if set 
to 30 the call waiting tone plays every 30 seconds. When set to 0, the call waiting tone is audible only 
once on the active call.

3. Click Save Settings.

Preferred Line and Preferred Line Timeout
 The 6920 has two parameters called preferred line and preferred line timeout. If you enable the preferred 
line parameter on your phone, after a call ends (incoming or outgoing), the display switches back to the 
preferred line. Next time you go off-hook to make another call, you pickup on the preferred line. You can 
enable the Preferred Line parameter using the Mitel Web UI at the location, Basic Settings > Preferences 
> General. You can also set a Preferred Line Timeout parameter that specifies the number of seconds 
it takes for the phone to switch back to the preferred line.
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The following table provides the behavior of the preferred line focus feature with other features on the 
phone:

NOTE: 
1. you specify a value of 0 for the Preferred Line parameter, it disables the preferred line focus feature.
2. If you specify a value of 0 for the Preferred Line Timeout parameter, the phone returns the line to 

the preferred line immediately.

Phone Feature Preferred Line Behavior

Last Call Return The phone switches back to the focused line 
immediately after the call ends.

Speeddial The line is already specified when the speed dial 
is created. The phone switches back immediately 
after the call ends.

Conference For incoming calls, the phone switches back 
immediately after the call ends.

Transfer For incoming or outgoing calls, the current 
behavior is that the same line used to transfer the 
call does not change. For incoming calls, the 
phone switches back immediately after the call 
transfers.

Park The phone switches back immediately after the 
call ends.

Voicemail The phone switches back immediately after the 
call ends.

Outgoing Redial The phone switches back immediately after the 
call ends.

Dialing For incomplete dialing on a non-preferred line, 
the focus does not change if some digits are 
entered. If no digits are entered or digits were 
cleared, the focus changes to preferred line after 
the time out has passed without activities.

Caller ID If the Switch UI Focus To Ringing Line parameter 
is disabled, the User is able to see the Caller ID 
when the phone switches the focus to the ringing 
line.

Factory Default Factory default and recovery mode clears the 
preferred line and preferred line timeout 
parameters, and the phone operates in a 
non-preferred line mode.
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Configuring Preferred Line and Preferred Line Timeout

1. Click on Basic Settings > Preferences > General. 

2. In the Preferred Line field, select a preferred line to switch focus to after incoming or outgoing calls 
end on the phone. Default is 1. Valid values are: 

– None (disables the preferred line focus feature)
– 1 through 24.

For example, if you set the preferred line to 2, when a call (incoming or outgoing) ends on the phone 
(on any line), the phone switches focus back to Line 2.

3. In the Preferred Line Timeout field, enter the amount of time, in seconds, that the phone switches 
back to the preferred line after a call (incoming or outgoing) ends on the phone, or after a duration of 
inactivity on an active line. Default is 0. 

Valid values are: 0 to 999
4. Click Save Settings.
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Goodbye Key Cancels Incoming Calls
The 6920 has a feature that allows you to configure the Goodbye key to drop a second incoming call or 
ignore incoming calls presented to the phone when you are on an active call. The parameter is called 
Goodbye Key Cancels Incoming Call and is configurable via the Mitel Web UI.

If you enable this parameter, which is the default, pressing the  key rejects calls coming into the 

phone while you are on an active call. When you disable this parameter, pressing the  key hangs 
up the active call.

 Configuring Goodbye Key to Cancel Incoming Calls

1. Click on Basic Settings > Preferences > General. 

2. The Goodbye Key Cancels Incoming Call field is enabled by default. To disable this field, uncheck 
the box.

3. Click Save Settings to save your settings.
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Message Waiting Indicator
You can configure the Message Waiting Indicator (MWI) to illuminate for a specific line or for all lines. For 
example, if you configure the MWI LED on Line 2 only, the LED illuminates if a voicemail is pending on 
Line 2. If you configure the MWI LED for all lines, the LED illuminates if a voicemail is pending on any line 
on the phone (lines 1 through 24).
You configure the MWI using the Mitel Web UI.

 Configuring Message Waiting Indicator

1. Click on Basic Settings > Preferences > General. 

2. The Message Waiting Indicator Line field is set to ALL lines by default. If required, change the 
setting to a specific line by selecting a line from the list. Valid values are All and lines 1 through 24.

3. Click Save Settings.
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Incoming Intercom Call Features
By default, the IP phone allows incoming intercom calls to be automatically answered without having to 
set up an Icom key on your phone. The phone automatically plays a warning tone when it receives an 
incoming intercom call. It also mutes the microphone. If the intercom call comes into the phone while an 
active call is already present, the phone puts the active call on hold and answers the intercom call.
You can change the behavior of how the phone handles incoming intercom calls by enabling/disabling the 
following parameters using the Mitel Web UI:
• Auto Answer
• Microphone Mute
• Play Warning Tone
• Allow Barge In

Auto-Answer/Play Warning Tone

The auto-answer feature on the IP phone allows you to enable or disable automatic answering for an 
Intercom call. If Auto-Answer is enabled, the phone automatically answers an incoming intercom call. If 
Play Warning Tone is also enabled, the phone plays a tone to alert you before answering the intercom 
call. If Auto-Answer is disabled, the phone treats the incoming intercom call as a normal call. 
Auto-Answer and Play Warning Tone are enabled by default.
NOTE: Your Administrator can set a time period delay before the phone automatically answers. Contact 
your System Administrator for more information.

Microphone Mute

You can mute or unmute the microphone on the IP phone for intercom calls made by the originating caller. 
If you want to mute the intercom call, you enable this feature. If you want to unmute (or hear the intercom 
call), you disable this feature. Microphone Mute is enabled by default.

Allow Barge In

You can configure whether or not the IP phone allows an incoming intercom call to interrupt an active call. 
The Allow Barge In parameter controls this feature. When you enable the this parameter, which is the 
default value, an incoming intercom call takes precedence over any active call, by placing the active call 
on hold and automatically answering the intercom call. When you disable this parameter, and there is an 
active call, the phone treats an incoming intercom call like a normal call and plays the call warning tone. 
Allow Barge In is enabled by default.
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Configuring Incoming Intercom Settings

1. Click on Basic Settings > Preferences > Incoming Intercom Settings. 

2. The Auto-Answer field is enabled by default. The automatic answering feature is turned on for the IP 
phone for answering Intercom calls. To disable this field, uncheck the box. 

NOTE: If the Auto-Answer field is not checked (disabled), the phone treats the incoming intercom call 
as a normal call.

3. The Microphone Mute field is enabled by default. The microphone is muted on the IP phone for 
Intercom calls made by the originating caller. To disable this field, uncheck the box.

4. The Play Warning Tone field is enabled by default. If Auto-Answer is enabled, the phone plays a 
warning tone when it receives in incoming intercom call. To disable this field, uncheck the box.

5. The Allow Barge In field is enabled by default. If Allow Barge In is enabled, the phone puts an active 
call on hold and answers the incoming Intercom call. To disable this field, uncheck the box.

6. Click Save Settings to save your settings.

Group RTP Paging
You can configure the phone to allow it to receive a Real Time Transport Protocol (RTP) stream from 
pre-configured multicast address(es) without involving SIP signaling. This is called Group Paging on the 
IP phones. You can specify up to 5 multicast addresses that the phone listens for on the network. This 
feature is configurable using the Mitel Web UI only.
The 6920 in the local network listens for RTP on the pre-configured multicast address. The Phone 
displays the Paging message to the phone’s LCD. It uses the G711 uLaw CODEC for multicast RTP.
The recipient can drop the incoming page if required. The recipient can also set DND to ignore any 
incoming pages.
For incoming RTP multicasts, the ringing display is dependent on the setting for the Allow Barge In 
parameter (see “Allow Barge In”). If this parameter is disabled, and there is no other call on the phone, 
then the paging is automatically played via the default audio device.
If there is an existing call on the phone, the call initially displays in the ringing state. The user has the 
option to accept/ignore the call. If the Allow Barge In parameter is enabled, the RTP multicast call barges 
in, and any existing calls are put on hold.
If an RTP multicast session already exists on the phone, and the phone receives another incoming RTP 
multicast session, the priority is given to the first multicast session and the second multicast session is 
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ignored. The behavior for the incoming calls in this case is also based on the setting for the Allow Barge 
In parameter. The incoming call is handled as if there were an existing call already on the phone.

Configuring Group RTP Paging

1. Click on Basic Settings > Preferences > Group Paging RTP Settings. 

2. In the Paging Listen Addresses text box, enter the multicast IP address(es) and port number on 
which the phone listens for incoming multicast RTP packets. Enter the IP address in dotted decimal 
format (for example, 239.0.1.15:10000,239.0.1.20:15000) You can enter up to 5 listening multicast 
addresses.If this field is blank, the paging listening capability is disabled on the phone. 

NOTE: 
a. Recipient of a paging call can set a global DND to ignore any incoming pages.
b. For incoming paging, the phone uses the Intercom configuration settings. The incoming page is 

dependent on the Allow Barge In parameter setting and the idling/on call state.

3. Click Save Settings.

Shared Call Appearance (SCA) Call Bridging
Shared Call Appearance (SCA) is when incoming calls are presented to multiple phones simultaneously. 
For example, it is the ability to assign the boss' extension to a button on the secretary's phone. Calls can 
be transferred between two phones with the same extension button by simply putting the call on hold at 
one phone and picking it up on the other. Status LEDs light and flash in unison, allowing all people sharing 
the extension to see the status at a glance.
The phones include an enhanced SCA for the call managers that support call bridging and allows two or 
more SCA users to be connected in a call with a third party.
Refer to the following example.
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Using the example above, when a call comes into Phone 1, Phone 2 and Phone 3 can pickup the same 
call by pressing the SCA line key. Phone 2 and 3 display the call they are bridging into on the LCD of the 
phones. Existing SCA parties in a bridge or one-to-one call hear an audible beep when another party has 
joined the call.
NOTE: Your Administrator must enable/disable the beep on the server-side.
If a phone is configured for SCA bridging and it attempts to join a call, but the account on the server does 
not have this functionality enabled, an error message displays to the LCD on the phone.
The SCA call bridging feature is disabled by default on all phones. Your Administrator can enable/disable 
this feature if required. Contact your System Administrator for more information.
Keys States and LED/Button Behavior
There are two call states on the phones that support SCA bridging:
• Bridge-active - A bridged call is in progress.
• Bridge-held - The 3rd-party (i.e., non-SCA party) in the bridge is on hold.

The following tables provide the key states and LED/image behavior in an SCA bridge call for users 
involved in an SCA call (local) and users not involved in the SCA call (remote).
Line Keys

State Line LED for Local Line LED for Remote

Idle Off Off

Seized Solid Green Solid Red

Progressing (outgoing call) Green Solid Red

Alerting (incoming call) Flashing Red Off
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Softkeys

Active Solid Green Solid Red

Held Slow Flashing Green Slow Flashing Red

Hold Private Slow Flashing Green Solid Red

Bridge-Active Solid Green Solid Red

Bridge-Held Slow Flashing Green Solid Red

State
Softkey Image 
for Local

Softkey LED for 
Local

Softkey Image 
for Remote

Softkey LED for 
Remote

Idle Off Off

Seized Solid Red Solid Red

Progressing 
(outgoing call)

Solid Red Solid Red

Alerting (incoming 
call)

Flashing Red N/A

Active Solid Red Solid Red

Held Slow Flashing 
Red

Slow Flashing 
Red

Hold Private Slow Flashing 
Red

Solid Red

Bridge-Active Solid Red Solid Red

State Line LED for Local Line LED for Remote
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SCA Voicemail Indicators

Visual indicators for voicemail messages on SCA lines can be enabled by your System Administrator. 
When an SCA-configured line has a pending voicemail message, your Administrator has the option of 
configuring the phone to display the number of pending messages beside the softkey’s label corre-
sponding to the line. Additionally, the softkey’s LED will be illuminated. Contact your System Administrator 
for more information.

Star Codes
All of the main call handling and extension management features using star codes can be set on your 
phone by your Administrator. Contact your System Administrator for more information.
If these have not been set up, you can dial any star code commands on the 6920 phone the same way 
you would on a regular telephone.

Other Features
A multitude of other features are available depending on whether or not your System Administrator has 
configured them for use. Contact your System Administrator for feature availability and usage information.

Mobilelink
NOTE: The 6920w IP Phone has built in support for Bluetooth 5.2.
The Mitel 6920w SIP IP Phone supports MobileLink, a feature that provides seamless mobile integration 
using Bluetooth wireless technology. MobileLink highlights include the ability to:
• Sync your mobile phone’s contact list and call history with your Mitel 6920w IP phone.
• Answer a mobile phone call using your Mitel 6920w IP phone.
• Move mobile call audio between the Mitel 6920w IP phone and your mobile phone.

For more information on configuring a mobile key, see Mobile Key.

Bridge-Held Slow Flashing 
Red

Solid Red

State
Softkey Image 
for Local

Softkey LED for 
Local

Softkey Image 
for Remote

Softkey LED for 
Remote
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The Mobile Line key icon changes to reflect the status of the line as per the following table.

NOTE: 
1. Additional Bluetooth devices connected to your mobile phone (e.g. smartwatches, headsets, etc...) 

may impede or alter the behavior of the MobileLink feature. It is recommended to disconnect any addi-
tional Bluetooth devices from your mobile phone when using the MobileLink feature on your Mitel 
6920w SIP IP Phone.

2. Mobile integration with the SIP desktop phones does not support any softphone client application on 
the mobile phones.

Pairing a mobile phone using Bluetooth

For instructions on how to pair your mobile phone with your Mitel 6920w SIP IP phone, see Pairing a Blue-
tooth device.

Icon Description

Indicates the mobile line is connected with a 
mobile phone and is idle.

(Blinking) Indicates the mobile line is ringing due 
to an incoming call on your mobile phone.

Indicates the mobile line is busy.

(Blinking) Indicates an ongoing call with active 
audio on the mobile phone.

(Blinking) Indicates the call on the mobile line is 
on hold.

Indicates the mobile phone is not connected.
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Syncing mobile contacts

When pairing and connecting a mobile phone for the first time, the Mitel 6920w IP phone automatically 
attempts to sync your mobile contacts to the Directory application.
NOTE: Your initial mobile contact list will remain in the Directory application even if you connect to a 
secondary mobile phone. To update your mobile contacts so that they are aligned with the secondary 
mobile phone, you must manually synchronize your mobile contacts.
To manually update your mobile contacts:
1. Ensure you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the  (Directory) key.

3. Navigate to the Mobile contacts folder.

Press the Update softkey.The Mitel 6920w IP phone attempts to re-synchronize and update your mo-
bile contacts.

NOTE: 
a. You may need to acknowledge the request on your mobile phone.
b. If the update fails, a failed to retrieve contacts message displays on screen. Press Retry to 

attempt to update again, or Cancel to cancel the attempt.
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c. Some mobile phones will only sync contacts stored on the phone’s flash memory. Contacts 
stored on the phone’s SIM card may not sync with the Mitel 6920w IP phone.

d. Mobile contacts are cleared from the Directory application when the phone’s firmware has been 
upgraded. If your mobile device is configured to allow for automatic re-synchronization, the Mitel 
6920w SIP IP phone will synchronize the contacts again the next time your mobile device 
connects to your IP phone. If your mobile device is not configure for automatic re-synchroniza-
tion, you must manually synchronize your mobile contacts.

e. For more information on the Directory application, see Directory

Syncing mobile call history

When pairing and connecting a mobile phone for the first time, the Mitel 6920w IP phone automatically 
syncs your mobile call history to the Call History application. Your mobile phone call history is displayed 
in the My Mobile and Missed folders. The My Mobile folder displays your mobile phone call history 
(missed, outgoing, and received calls) with icons. The Missed folder displays only your mobile phone 
missed calls without icons. Up to 1000 call history entries are displayed in the My Mobile folder, in the 
order latest to oldest.
The call history details displayed are name (if available), number (if available), time, and date. The call 
duration details are not displayed.

Automatic update of your mobile phone call history is not supported. For example, if a user receives a call 
on the mobile phone, the call record is not automatically updated in the Call History application. The call 
record is updated the next time when the mobile phone connects to the 6920w IP phone or by a manual 
update.
NOTE: 
1. You may need to acknowledge the request for Contact sharing on your mobile phone.
2. If the update fails, a failed to retrieve contacts message displays on screen. Press Retry to attempt 

to update again, or Cancel to cancel the attempt.

3. Picture avatar is not supported for mobile phone call history.

4. If you pair a second mobile phone with your 6920w IP phone, the 6920w IP phone automatically syncs 
the mobile call history of the second mobile phone to the Call History application. To re-sync the 
mobile call history of your first (or an already paired) mobile phone to the Call History application, 
connect the mobile phone to your 6920w IP phone.
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5. The Call History application stores and displays the mobile phone call history even when the paired 
mobile phone is not connected to your 6920w IP phone.

6. The mobile phone call history is lost when the mobile phone is unpaired or your 6920w IP phone 
resets.

7. Mobile phone call history is supported for Hot Desk users. When a Hot Desk user logs in, the mobile 
phone call history of the Hot Desk user’s paired mobile phone is displayed. When the Hot Desk user 
logs out, the mobile phone call history of mobile phone paired with the registered extension is 
displayed.

8. Mobile phone call history is cleared from the Call History application when the Bluetooth connectivity 
is lost. The mobile phone call history is resynced when the Bluetooth connectivity is reestablished.

Viewing mobile call history
To view your mobile phone call history:
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Navigate to the My Mobile.

Your mobile phone call history is displayed on the screen.

Viewing mobile missed calls
To view mobile missed calls:
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Navigate to the Missed folder..

Your mobile phone missed calls is displayed on the screen.
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Viewing details of a mobile call history or missed call entry
To view details of a mobile call history or missed call entry:
1. Navigate to My Mobile or Missed folder. See Viewing mobile call history or Viewing mobile missed 

calls.
2. Press the right navigation key to move to the call history or missed calls selection column.

The details of the mobile call history or missed call entry is displayed on screen.
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NOTE: 
1. Press the Dial to dial the number associated with the entry.
2. Press the Edit to edit the contact.

Updating mobile call history and missed calls
To manually update your mobile call history and missed calls:
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Navigate to the My Mobile or Missed, and then tap the Update softkey.

Your mobile call history and missed calls are updated on your 6920w IP phone.

Dialing a mobile phone call history entry
To dial a mobile phone call history or missed call entry:
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Navigate to the My Mobile or Missed.



204

ADDITIONAL FEATURES MOBILELINK

4. Press the right navigation key to move to the call history or missed calls selection column.

5. Use the up and down navigation keys to select the call history or missed call entry you want to dial.

6. Press the Dial to dial the number associated with the entry.

Adding an entry to Contacts
To add a mobile phone call history or missed call entry to the Contacts application:
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Navigate to the My Mobile or Missed.



205

ADDITIONAL FEATURES MOBILELINK

4. Press the right navigation key to move to the call history or missed calls selection column.

5. Use the up and down navigation keys to select the call history or missed call entry you want to add to 
the Contacts application.

6. Press Copy softkey

7. Press Copy softkey.
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8. Entry copied to Directory message will appear on screen.

Deleting mobile call history and missed call
To delete mobile call history and missed calls:
CAUTION: Deleting a specific call history or missed call record is not supported. Tapping Delete deletes all 
the entries (mobile phone call history and missed calls) in the My Mobile folder.
1. Ensure that you have paired your mobile phone with your 6920w IP phone. See Pairing a Bluetooth 

device.

2. Press the ( Call History) key.

3. Tap My Mobile or Missed, and then tap Delete.

A delete all confirmation message appears on screen.
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4. Tap Delete to delete all entries in the My Mobile folder.

5. To delete a particular entry, select the entry and tap Delete.
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Answering an incoming mobile call using your Mitel 6920w IP phone

When your mobile phone is paired and connected to your Mitel 6920w IP phone, incoming calls on your 
mobile phone will be indicated on your Mitel 6920w IP phone as well.

To answer the incoming mobile call using your Mitel 6920w IP phone, lift the handset for handset opera-

tion, or press the  (Speaker/Headset) key, tap the blinking  Bluetooth Line key, or tap the 
Answer softkey for handsfree operation.
NOTE: 
1. Tap the Decline key to reject the incoming mobile phone call.
2. When there is an incoming call on both SIP line and the mobile line and you lift the SIP terminal 

handset, the IP call takes priority over the mobile call.

3. During an active Bluetooth mobile call, the call hold reminder tone will not be heard even if the Call 
Hold Reminder option is enabled on the phone.

Moving audio from an active mobile call between your mobile phone and 
Mitel 6920w IP phone

Switching mobile phone audio from your Mitel 6920w IP phone to your mobile phone and back again is 
performed by a one-key-tap method.
Tap the Push call softkey to push the mobile call audio from your Mitel 6920w IP Phone to your mobile 
phone.
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Tap the  Mobile Line key to pull the mobile call audio from your mobile phone to the Mitel 6920w IP 
Phone.

NOTE: 
• You can push and pull mobile call audio from the Mitel IP Phone only.
• When an incoming call on a Bluetooth connected mobile is answered by either pressing the speaker 

or mobile softkey on the SIP IP phone, the audio goes to the preferred device.For example, when the 
audio mode is in speaker/headset mode and a Bluetooth mobile call is answered, by preferred mode 
the audio goes to the speaker. If the user changes the audio mode to headset, consecutive pull and 
push call action from/to the mobile phone retains audio with the headset and does not change to the 
speaker mode each time the mobile softkey is pressed on the SIP IP phone.

Mute and Hold Call

When mobile phones are paired and integrated with Mitel desktop phones, control and operations are 
seamless and optimized by using the control function of Mitel phones. However certain individual mobile 
device functions such as transfer of audio or hold cell phone call might not be always processed by Mitel 
phones and can lead to unhandled states on Mitel phones.



210

ADDITIONAL FEATURES MOBILELINK

To prevent this, when a mobile phone call is active on a Mitel desktop phone, use the mute/hold call 
feature only on the Mitel desktop phone. When a mobile phone call is active on a mobile phone, use the 
mute/hold call feature only on the mobile phone.

Goodbye Key Behavior for Mobile Line

When a Mobile line is established with the SIP phone, the Goodbye key functions as follows based on the 
SIP line and Mobile line state:
• If the first SIP line has an active call and the second SIP line is ringing
• Pressing Goodbye key cancels the ringing line when Goodbye Key Cancels Incoming Call is 

enabled.
• Pressing Goodbye key cancels the active call line when Goodbye Key Cancels Incoming Call is 

disabled.
• If the first line has an active BT Mobile call and the SIP line is ringing
• Pressing Goodbye key cancels the ringing line when Goodbye Key Cancels Incoming Call is 

enabled.

Pressing Goodbye key cancels the BT mobile line if audio is on the desk phone and cancels the ringing 
line if audio is on the mobile phone call when Goodbye Key Cancels Incoming Call is disabled.

Hot-desking

From Release6.3.2, mobile integration is supported for hot-desking accounts.
After logging in, hot-desk users can pair, connect, and import contacts from the mobile phone. On logging 
out, the mobile phone is disconnected and unpaired from the desk phone, and the mobile phone contacts 
removed from the desk phone. On the next login using the same desk phone, any Bluetooth device that 
was earlier paired and connected, is automatically paired and connected with the phone and the mobile 
phone contacts are imported from the server.
With hot-desking, a desk phone can retain 30 Bluetooth device pairings per user. Of these, two are special 
pairings; the pairing with handsets and speakers. Handsets and speakers can be paired with the desk 
phone only when logged out of the hot-desking account and the paired state is preserved between any 
hot desk log in and log out.

Auto-lock and Unlock on Mobile Proximity

With mobile integration from Release 6.3.2, the 6920w phone automatically locks or unlocks after a 
pre-configured delay when a paired mobile phone is disconnected or reconnected.
Users and administrators can configure this feature through the Mitel Web UI, TUI and configuration files 
using the following new configuration parameters:
• proximity lock
• proximity unlock
• proximity lock delay
• proximity unlock delay

When the proximity lock and unlock feature is enabled, users and administrators can perform the following 
configurations on the phones supporting mobile integration:
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• Automatically lock the phone when a connected mobile is disconnected after a configurable delay.
• Automatically unlock the phone when a paired mobile is reconnected after a configurable delay.
• Define different configuration and delay time for phone auto-lock and unlock.

NOTE: This feature does not function when the user disables the Bluetooth connection or manually 
connects, disconnects or unpairs the mobile phone from the TUI.

Enabling or Disabling the Phone Automatic Lock and Unlock on Mobile Proximity Using TUI
Use the following procedure to enable or disable the proximity lock and unlock feature on the 6920w 
phone using the TUI.

1. Press  on the phone to view the Options list.

2. Navigate to the Lock icon and tap Settings.

3. Enable or disable the Proximity auto-lock and Proximity auto-unlock fields using the checkbox.

4. Enter the required delay time (minutes) in the Delay before auto-lock and Delay before auto-unlock 
fields.

5. Tap Save to save your changes.

Enabling or Disabling the Phone Automatic Lock and Unlock on Mobile Proximity Using Mitel WebUI
Use the following procedure to enable or disable the proximity lock and unlock feature on the 6920w 
phone using the WebUI.
1. Click on Operation > Phone Lock.
2. Enable or disable the Proximity auto-lock and Proximity auto-unlock fields using the checkbox.

3. Enter the required delay time (minutes) in the Delay before auto-lock and Delay before auto-unlock 
fields.

4. Click Save Settings to save your changes.

PCLink for 6920w IP Phone
NOTE: The 6920w IP Phone has built in support for Bluetooth 5.2.
The PCLink feature enables Mitel 6920w IP Phone to be used as the audio device for PC or MAC video 
collaboration with all the supported video collaboration applications, for both Windows 10 and MAC oper-
ating systems, through the IP Phone's Bluetooth interface.
You can configure the PCLink feature with any of the video collaboration applications by using the 
following steps:
1. Configure the Mitel 6920w IP Phone
2. Pair the Mitel 6920w IP Phone with Windows or MAC

3. Configure Collaboration Applications

Configure the Mitel 6920w IP Phone

To use PCLink on the Mitel 6920w IP Phone, you must program the Mobile/PC Line feature.
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NOTE: Check if Mobile Line key is programmed on your phone by looking for the Connect softkey on the 
home screen of your phone. If yes, ignore the below procedure.
To program a Mobile Line key:
NOTE: If your phone is configured to MiVoice Connect or MiCloud Connect use the procedure given below 
to program the Mobile Line key. If you your phone is configured to other call mangers, you must program 
the Mobile Line key using the Web UI.
1. Press Settings, enter your Voicemail password and navigate to Program Keys > Program Keys 

Edit > Top Softkeys.
NOTE: If you do not see the Program Keys option contact your system administrator.
2. Press Select choose Mobile Line instead of Call Appearance.

3. With Mobile Line highlighted, press the Save softkey.

NOTE: 
• You can program only one Mobile Line key.
• Contact your System Administrator for details about enabling Mobile Link functionality on your Mitel 

6920w IP Phone.

Pair the Mitel 6920w IP Phone with Windows or MAC

Pair the Mitel 6920w IP Phone with PC on Windows 10
To pair the Mitel 6920w IP phone with PC on Windows 10:

1. Click Windows menu  > Settings.
2. Navigate to Devices.

3. Click Bluetooth & other devices in the left sidebar.

4. Set the toggle switch  at the top to On.

5. To add the 6920w IP Phone 6920w IP Phone to the list of available devices, click Add Bluetooth or 
other device.

6. Select Bluetooth.

7. Ensure that the 6920w IP Phone is in the Available Devices menu. Navigate to Settings > Bluetooth 
> Available Devices to enter the Available Devices menu of the IP Phone.

8. Choose the Mitel 6920w... from the available list of devices on your PC.
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9. A Bluetooth pairing request displays on both the 6920w IP Phone and the PC. Ensure that the pairing 
code matches on both devices. Press Yes on the 6920w IP Phone and press Connect on the PC to 
pair the phone with the PC.

NOTE: 
• You can pair the PC with the 6920w IP Phone only from the PC and not from the 6920w IP Phone. If 

you try to initiate pairing from the 6920w IP Phone, the following message appears.

• After your PC is paired with the 6920w IP Phone, the PC device appears in the list of paired devices 
on the Mitel 6920w IP Phone and the device automatically connects with the IP Phone once paired. If 
a mobile phone is already connected, the IP Phone displays a message Do you want to connect to 
this device?

IMPORTANT: ENSURE THE 6920w IP PHONE IS NOT THE DEFAULT AUDIO DEVICE ON THE 
PC. For Windows 10 left-click on the sound ICON in the windows tray and select an audio device 
other than the Mitel 6920w IP Phone.

• After pairing, You can switch audio between wired handset, speaker, analog headset, and USB 
headset.

NOTE: You cannot switch the audio to any other Bluetooth devices (Bluetooth Handset, Bluetooth 
Headset, and Bluetooth Speaker) connected with the 6920w IP Phone.

• You cannot toggle between IP Line call and PC Audio call. You must disconnect the IP call to switch 
to PC Audio call.

• Currently only one device type (Mobile or PC) can be connected at a time. If there is already a PC or 
MAC connected to the IP Phone, and a mobile phone is the newly paired device, the following 
messages appear:
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– Pressing Yes will disconnect the PC or MAC and connect the mobile phone and associate it to the 
Mobile/PC Line key.

– Pressing No will result in the mobile phone not being connected, although the mobile phone remains 
in the list of paired devices. The user can, at any time, manually switch which device is connected 
and associated with the Mobile/PC Line key by selecting the device in the list of paired devices. A 
confirmation dialog, similar to one of those shown in the next two screen captures appear 
(depending on the currently connected device type).
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Pair the Mitel 6920w IP Phone with a MAC Device
To pair the Mitel 6920w IP phone with a MAC device:

1. On your MAC device, choose the device from the Bluetooth status menu ( ) in the menu bar. If 
your device is connecting for the first time, choose Connect.

2. If the Bluetooth status icon is not displayed in the menu bar, choose Apple menu  > System Pref-
erences, and click Bluetooth.

3. Select Show Bluetooth in menu bar.

NOTE: If Bluetooth is not listed in System Preferences, your computer does not support Bluetooth.
4. Ensure that the 6920w IP Phone is in the Available Devices menu. Navigate to Settings > Bluetooth 

> Available Devices to enter the Available Devices menu of the IP Phone.

5. Follow the on-screen instructions on the MAC device to set up the device.

IMPORTANT: ENSURE THE 6920w IP PHONE IS NOT THE DEFAULT DEVICE ON THE MAC. For 
MAC OS option, click on the sound ICON in the screen header and select an audio device other 
than the Mitel 6920w IP Phone.

Configure Collaboration Applications

After pairing the Mitel 6920w IP Phone with your system, you must configure the video collaboration appli-
cation you will use. In this example, we will configure Mitel MiTeam Meetings as the collaboration appli-
cation.
To configure the Mitel MiTeam Meetings application to use the Mitel 6920w IP Phone as the audio device:
1. Launch the MiTeam Meetings application on your PC or MAC.
2. Join a meeting.

3. Access the Settings panel by doing either of the following:

– From the MiTeam Meetings home screen, click your avatar and from the panel that opens, click 
Settings.

– Click  from the control panel. The Settings panel is displayed.

4. Click the Audio tab.
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5. To move audio from the currently selected audio device to the Mitel 6920w IP Phone:

a. From the Microphone drop-down list, select Mitel 6920w... (for either Communications or 
Headset if both are listed).

b. From the Speaker drop-down list, select Mitel 6920w... (for either Communications or Headset 
if both are listed).

Understanding IP Phone Call Behavior with PCLink

The following summarizes the behavior of the Mitel 6920w IP Phone under various call states:
• General Usability
• When the IP Phone is Idle or Ringing
• When the IP Phone is on an active VoIP Call
• When the IP Phone is in a DND or Locked State
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• Auto Answer
• Auto-lock and Unlock on Mobile Proximity

General Usability
• The user can mute or unmute the PCLink audio on the phone by pressing the phone's Mute hard key.

NOTE: This mute is local to the phone and will not be reflected within the PC application mute state.
• The volume control buttons on the phone operate independently of the volume controls on the PC.
• If the user is on a PCLink session on the Mitel 6920w IP Phone (that is, has started a PC application 

that has the Mitel 6920w IP Phone set as the audio device and is using hands free) while there is an 
incoming call on the Mitel 6920w IP Phone, the IP Line key flashes and displays the Caller ID of the 
caller. The following is the behavior associated with answering the incoming IP Phone call:
– If the user presses the IP line key to answer the call, a pop-up dialog appears indicating that the PC 

is temporarily disconnected and the audio is now on your PC. We recommend that you mute your 
meeting application on the PC before answering the IP call.

– When the user hangs up the IP call, the 6920w IP Phone will re-establish the connection with the PC 
after a couple of seconds.

– To use the handset to answer an IP call, the user must first tap the flashing IP Line key and then lift 
the handset from its cradle.

– If the user terminates the IP call by going back on-hook on the handset, the 6920w IP Phone will 
re-establish the connection with the PC after a couple of seconds.

When the IP Phone is Idle or Ringing
• If the user starts a PCLink session (that is, the user starts a PC application that has the phone set as 

the audio device) while the IP Phone is idle or ringing, then PC audio becomes active on the selected 
device.

When the IP Phone is on an active VoIP Call
• If the user starts a PCLink session (that is, the user starts a PC application that has the phone set as 

the audio device) while on an IP call on the phone, the Mobile/PC Line key changes to show Connect 
and a pop-up dialog appears indicating that the PC is temporarily disconnected and the audio is now 
on your PC.
– If the user hangs up the IP call at some point after initiating the PCLink audio, the IP Phone auto-

matically connects with the PC.
When the IP Phone is in a DND or Locked State
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NOTE: The behavior of PCLink is the same as the behavior for mobile phone with respect to the DND 
feature. DND does not block PC Audio or mobile phone calls.
• If phone is in DND, user can initiate the call. But if phone is locked user cannot dial a number except 

the emergency number.
• If user receives an incoming call while in DND, the call fails.
• If the IP Phone is locked, and the IP Phone rings, the user can answer the call.
• If the user initiates DND or locks the phone while the phone is already in use for PC audio, the PC 

audio remains active on the IP Phone regardless of the IP Phone being placed into DND or being 
locked.

• Volume keys do not work while phone is locked and PCLink is in use.

Auto Answer
The behavior of PCLink is the same as the behavior for MobileLink with respect to Auto Answer, with one 
exception. While on a mobile line call using MobileLink, if the incoming IP call is answered, the mobile line 
is put on hold. If a PCLink session is in progress when the incoming IP call is answered, the PC connection 
is disconnected and a pop-up dialog appears indicating that the PC is temporarily disconnected. The PC 
connection will be restored after the IP call ends and all IP lines are idle.
NOTE: For more information about Auto Answer, see .
Auto-lock and Unlock on Mobile Proximity
With mobile integration in Release 5.0.0 (and later), the 6920w IP Phone automatically locks or unlocks 
after a pre-configured delay when a paired mobile phone is disconnected or reconnected. The Auto-lock 
and Unlock will continue to apply to mobile phone use of the mobile line, but the behaviors will not apply 
to PC use of the mobile line.
NOTE: For more information see, .

Known Issues With Tested Video Collaboration Applications

Mitel has tested the PCLink feature with a number of third party Video Collaboration applications and has 
identified issues with use of the PCLInk feature with some of them. Following is a description of the issues 
and recommendations for how to use these applications to avoid these issues.
Microsoft (MS) Teams
While using PCLink for a web browser accessed MS Teams meeting, if you switch to an IP Phone call on 
the phone and then switch back to the PCLink audio, the browser based MS Teams session does not 
automatically set the PC audio device it is using back to the 6920w IP Phone. You will need to manually 
select the 6920w IP Phone as the audio device from within the MS Teams Audio Settings. To avoid this 
issue, it is recommended that you use the MS Teams PC application to host/access MS Team meetings, 
which must first be downloaded and installed on your PC.
Google Workspace (GSuite/Google Meet)
When hosting or accessing a Google Workspace meeting using a web browser other than Google 
Chrome, Google Workspace automatically selects the Operating System (Windows 10/ MAC OS) default 
audio device as the Speaker to use and it is not possible to change this to a different audio device within 
the Workspace Audio Settings. To over come this, you can set the Mitel 6920w IP Phone as the default 
audio device within the PC OS, however, this is not recommended. To avoid this issue, it is recommended 
that you host or access Google Workspace meetings using the Google Chrome browser.
RingCentral MVP (Message, Video, Phone)
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If you are using a MAC computer, and have joined a meeting on the RingCentral MVP application using 
PCLink audio on the 6920w SIP Phone, ensure you close the RingCentral MVP application to leave the 
meeting.
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Model M695 Expansion Module

The 6920 IP phone offers two optional expansion modules that attach to the right side of the phone to 
provide additional programmable keys.

The M695 provides three pages of 28 softkeys (for a total of 84 programmable softkeys), with each 
softkey providing an LED and graphical UI for call status indication. The M695 features a 4.3” 480x272 
pixel color backlit LCD display.
The M695 Expansion Module keys support the following functions:

• None • Speed Dial/Conf

• Line • Speed Dial/MWI

• Speed Dial • Directory

• Do Not Disturb (DND) • Filter

• Busy Lamp Field (BLF) • Callers List

• BLF/List • Redial

• Auto Call Distribution (ACD) • Conference

• Extensible Markup Language (XML) • Transfer

• Flash • Intercom (Icom)

• Sprecode • Phone Lock

• Park • Paging

• Pickup • Login

• Last Call Return • Discreet Ringing
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You can configure the keys using the Mitel Web UI at the path, Operation > Expansion Module <N> when 
an Expansion Module is attached to the 6920 IP phone.
NOTE: For more information about configuring the expansion module keys with these functions, see the  
“Configuring Softkeys”  on  page 67.

Using the Expansion Modules
After configuring the softkeys on the expansion module, press the key you want to use when applicable.
NOTE: For more information about installing the M695 Expansion Module on your phone, see the Mitel 
M695 Expansion Module Installation Guide.

Press-and-Hold to Create a Speed Dial Key

You can press and hold an expansion module key to create a speed dial key and configure it the same 
way you configure a speed dial key on the phone. For details on creating a speed dial key, see “Speed 
Dial Key”.

• Call Forward • Call History

• BLF/Xfer • Empty

• Speed Dial/Xfer
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Connecting to Wi-Fi on 6920w IP Phone

The 6920w IP Phone has built-in wireless connectivity and functions as an 802.11a/b/d/g/n dual-band 
wireless network device which allows your phone to join a secure, high-speed network.
You can connect your phone to either a enterprise network or a home network or to a hidden network:
• Connecting to a WPA2 Enterprise network
• Connecting to a home network
• Connecting to Hidden Network

To connect to a Wi-Fi network, Wi-Fi functionality must be enabled by your System Administrator. If Wi-Fi 
is not enabled Please contact system administrator to enable Wifi message is displayed on the phone. 
Press Close softkey and contact your System Administrator to enable Wi-Fi.

Connecting to a WPA2 Enterprise network
1. Navigate to Settings > Wi-Fi.

2. The Available Networks settings menu is displayed.
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3. Select the name of the enterprise Wi-Fi network; for example, Mitel from Available Networks, and 
press Connect softkey.

NOTE: You can connect to only one network at a time.
4. Enter the domain username of your enterprise network and select the Save softkey.

5. Enter the domain password for the network and select the Save softkey.
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NOTE: If you enter an incorrect password, the following dialog box appears. Ensure you enter the correct 
password.

6. The Save Settings dialog box appears. Click Yes to reboot the phone and apply the changes.

NOTE: After the phone restarts the LAN and PC ports are disabled (as it relates to network commu-
nications).
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7. After the phone reboots, it is successfully connected to the network. The connected network (Mitel) is 
listed under Saved Network.

8. To disable Wi-Fi and use the LAN port again, navigate to Settings > Wi-Fi and press the Disconnect 
softkey. The Save Settings dialog box appears.

9. Click Yes to reboot the phone and apply the changes.

Connecting to a home network
1. Navigate to Settings > Wi-Fi.

2. The Available Networks settings menu is displayed.

3. Select an SSID (that is, the name of a Wi-Fi network; for example, Home Network) from Available 
Networks press Connect softkey. If the SSID is secured, a password prompt appears.

NOTE: You can connect to only one SSID at a time. The SSID can be any alphanumeric, case-sensi-
tive entry from 2 to 32 characters. The characters allowed for the SSID depend on the router config-
uration.

4. Enter the password for the network and select the Save softkey.
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NOTE: If you enter an incorrect password, the following dialog box appears. Ensure you enter the correct 
password.

5. The Save Settings dialog box appears. Click Yes to reboot the phone and apply the changes.
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NOTE: After the phone restarts the LAN and PC ports are disabled (as it relates to network commu-
nications).

6. After the phone reboots, it is successfully connected to the network. The connected SSID (Home 
Network) is listed under Saved Network.

7. To disable Wi-Fi and use the LAN port again, navigate to Settings > Wi-Fi and press the Disconnect 
softkey. The Save Settings dialog box appears.

8. Click Yes to reboot the phone and apply the changes.

Connecting to Hidden Network
A hidden network is an available wireless network which does not broadcast its SSID to all searching 
devices. Mitel IP phones can connect to a hidden network by manually entering Wi-Fi credentials.
1. Navigate to Settings > Wi-Fi.

2. Select Add Network > Hidden Network and press Connect softkey.



228

CONNECTING TO WI-FI ON 6920W IP PHONE CONNECTING TO HIDDEN NETWORK

3. In the Hidden Network screen, select the type of Security of the Network you are trying to connect. 
The available options are:

a. WPA2-Personal- To connect to a WPA2-Personal network enter the Network Name (SSID) 
and Password.

b. WPA2-Enterprise- To connect to a WPA2-Enterprise network enter the Network Name (SSID), 
Username and Password.

c. Open- To connect to a Open network enter the Network Name (SSID).

NOTE: You can connect to only one SSID at a time. The SSID can be any alphanumeric, case-sensi-
tive entry from 2 to 32 characters. The characters allowed for the SSID depend on the router config-
uration.

NOTE: If you enter an incorrect Network Name or Username or password, Invalid Setting dialog box 
appears. Ensure you enter the correct credentials.
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4. Press Save softkey.

5. The Save Settings dialog box appears. Click Yes to reboot the phone and apply the changes.

6. After the phone reboots, it is successfully connected to the network. The connected SSID (Hidden 
Network) is listed under Saved Network.

7. To disable Wi-Fi and use the LAN port again, navigate to Settings > Wi-Fi and press the Disconnect 
softkey. The Save Settings dialog box appears.
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8. Click Yes to reboot the phone and apply the changes.

Wi-Fi Network Connected/Wi-Fi Network Disconnected
If your phone successfully connects to the Wi-Fi network, name of connected network is listed under 
Saved Network.

If your phone is disconnected from the Wi-Fi network Wi-Fi disconnected symbol is shown in the Status 
bar of the Home screen.
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Mitel Wireless LAN Adapter

The Wi-Fi option in the Settings menu of 6900 Series SIP phones allows you to connect the phone to a 
Wi-Fi network. The 6920 SIP Phone can be connected to a wireless network using the optional Wireless 
LAN Adapter. When connected to the Wireless LAN Adapter, the wireless connection can be configured 
through the phone settings.
The Mitel WLAN Adapter is a wireless bridge that can add wireless connectivity functionality to your Mitel 
6920 IP phone. It allows your Ethernet-enabled phone to join a secure, high-speed network. It is soft-
ware-transparent, that is, no changes to drivers, management tools, or applications are needed to use 
this adapter.

Feature highlights include:
• Easily add robust and secure wireless capabilities to Ethernet devices 

The Mitel Wireless LAN Adapter is a high-performance wireless network adapter that enables any 
Ethernet device to function as an 802.11a/b/g/n dual-band wireless network device, giving you the 
freedom to place it anywhere in your facility.

• Dual band IEEE 802.11a/b/g/n support 
The Mitel Wireless LAN Adapter is designed to communicate in the 2.4-GHz and 5-GHz bands. Radio 
interference in the commonly used 2.4-GHz band can be avoided by utilizing the 5-GHz band.

• Gigabit Ethernet support 
The wired LAN port supports 10/100/1000BASE-T (auto-recognition).

• Simple to setup and use 
The Mitel Wireless LAN Adapter is easy to set up using the enclosed network setup cable. No special 
drivers or software are required.

• Enterprise security 
The Mitel Wireless LAN Adapter supports the following security functions and standards:

– WEP (64 Bit/128 Bit)
– WPA-PSK (TKIP/AES)
– WPA2-PSK (AES)
– IEEE 802.1X EAP-PEAP, EAP-TLS, EAP-TTLS, EAP-FAST, EAP-LEAP
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Installing and Configuring a WLAN Adapter
1. Factory Reset the WLAN adapter by doing the following: 

a. Disconnect the AC plug of the Mitel WLAN adapter from the electrical outlet.
b. Reconnect the AC plug to the outlet and push down the switch to power on the Mitel WLAN 

Adapter. The green LED for wired LAN connector illuminates. After 2 seconds, when the LED 
changes to red, release the switch to delete all configured data. The device is set to factory 
default.

2. Plug the WLAN Adapter into the Mitel 6920 IP phone using the network cable provided. Plug one end 
of the cable into the network jack on the adapter (POE port) and the other end into the network jack 
on the back of the phone.

3. On the DHCP screen, press Skip.The DHCP discovery interludes at approximately 30 seconds and 
the Wi-Fi settings menu is displayed on the phone.

4. The phone displays the idle screen and then the Voice Service menu. Press the Options key. Scroll 
horizontally to the Wi-Fi menu and press Select.

5. The Available Networks settings menu will be displayed after approximately 30 seconds. 

6. Select an SSID (that is, the name of a Wi-Fi network; for example, Mitel Secure) from Available 
Networks to connect. If the SSID is secured, a password prompt appears.

7. Enter the password for the network and select Save. The Save Settings window appears. 

8. Select Yes to save your settings and to reboot the WLAN adapter and the phone. The phone is 
successfully connected to the network. 



233

MITEL WIRELESS LAN ADAPTER INSTALLING AND CONFIGURING A WLAN ADAPTER

9. The connected SSID (Mitel Secure) is listed under Saved Network.



234

TROUBLESHOOTING SOLUTIONS WHY IS MY DISPLAY BLANK?

Troubleshooting Solutions

 Why is my display blank?
Ensure that power is being provided to your phone. If your network does not provide inline power over 
Ethernet, you can obtain an additional accessory, the Mitel PoE (Power over Ethernet) inline power 
supply, to provide power over Ethernet locally to your phone. See the Connecting to the Network and 
to Power section in the Mitel 6920 Installation Guide for details.

Why is my speakerphone not working?

If you press the  button and the speaker light flashes and you do not hear dial tone through the 

speaker, the Audio Mode option in the phone has been set up for headset use. Press  a second 
time and if the light goes out, the phone has been set up to be used only with a headset or handset. If the 
light stays on steady and you hear a dial tone, the phone has been set up so that you can alternate 

between the speakerphone and the headset by pressing . See “Audio Mode” for instructions on 
how to change the Audio Mode option.

Why can’t I get a dial tone?
Check for any loose connections and that the phone has been installed properly. For installation instruc-
tions, please refer to the Installation and Setup section in the Mitel 6920 Installation Guide.

Why doesn’t my phone ring?
Check the ring volume on your phone. It may be turned down or turned off. To adjust the ringer volume 
setting, press the volume button when the phone is on-hook and idle.

Why is the light not coming on with a new voicemail 
message?
Your phone system or service provider must provide the visual message waiting service for this function 
to work. Check with your System Administrator for more information.
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Why is my handset not working?
Check to ensure that the handset cord is fully connected to both the phone and handset. See the 
Connecting a Handset or Headset section in the Mitel 6920 Installation Guide for information.

How do I find the IP address of my phone?
 Instructions on where to find the IP address of your phone can be found in “Finding Your Phone’s IP 
Address”.

Why does my phone display the No Service message?
The phone displays the No Service message if the SIP settings have not been set up correctly. Contact 
your System Administrator for more information.

How do I change my user password?
You can change the user password from the IP phone UI or the Mitel Web UI. See “Password” and 
“Configuring Lock Settings Using the Mitel Web UI” for more information.

Why does my phone display Bad Encrypted Config?
The IP phone displays Bad Encrypted Config because encrypted configuration files are enabled but the 
decryption process has failed. Report this error to your System Administrator.

How do I restart the IP phone?
 You can restart the phone from the IP phone UI or through the Mitel Web UI. See “Restarting Your Phone 
Using the IP Phone UI” and “Restarting Your Phone Using the Mitel Web UI” for more information.

How do I lock my phone?
 You can lock your phone to prevent the phone from being used or configured. You can lock the phone 
using any of the following:
• At the path Options > Phone Lockon the IP phone UI. See “Phone Lock”for more information.
• At the path Operations > Phone Lock on the Mitel Web UI. See “Configuring Lock Settings Using the 

Mitel Web UI” for more information.
• At a configured key on the phone. For more information about configuring a Lock/Unlock key on your 

phone, see “Paging Key”.
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Appendix A - Time Zone Codes

The following table identifies the time zone name and time zone code to use on the IP phone.
Table 16.1:Time Zone Name/Time Zone Code Table  (Sheet 1 of 5)

Time Zone Name Time Zone Code

AD-Andorra
AE-Dubai
AG-Antigua
AI-Anguilla
AL-Tirane
AN-Curacao
AR-Buenos Aires
AS-Pago Pago
AT-Vienna
AU-Lord Howe
AU-Tasmania
AU-Melbourne
AU-Sydney
AU-Broken Hill
AU-Brisbane
AU-Lindeman
AU-Adelaide
AU-Darwin
AU-Perth
AW-Aruba
AZ-Baku

CET
GST
AST
AST
CET
AST
ART
BST
CET
LHS
EST
EST
EST
CST
EST
EST
CST
CST
WST
AST
AZT
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BA-Sarajevo
BB-Barbados
BE-Brussels
BG-Sofia
BM-Bermuda
BO-La Paz
BR-Noronha
BR-Belem
BR-Fortaleza
BR-Recife
BR-Araguaina
BR-Maceio
BR-Sao Paulo
BR-Cuiaba
BR-Porto Velho
BR-Boa Vista
BR-Manaus
BR-Eirunepe
BR-Rio Branco
BS-Nassau
BY-Minsk
BZ-Belize

EET
AST
CET
EET
AST
BOT
FNT
BRT
BRT
BRT
BRS
BRT
BRS
AMS
AMT
AMT
AMT
ACT
ACT
EST
EET
CST

CA-Newfoundland
CA-Atlantic
CA-Eastern
CA-Saskatchewan
CA-Central
CA-Mountain
CA-Pacific
CA-Yukon
CH-Zurich
CK-Rarotonga
CL-Santiago
CL-Easter
CN-Beijing
CO-Bogota
CR-Costa Rica
CU-Havana
CY-Nicosia
CZ-Prague

NST
AST
EST
EST
CST
MST
PST
PST
CET
CKS
CLS
EAS
CST
COS
CST
CST
EES
CET

DE-Berlin
DK-Copenhagen
DM-Dominica
DO-Santo Domingo

CET
CET
AST
AST

Table 16.1:Time Zone Name/Time Zone Code Table (Continued) (Sheet 2 of 5)

Time Zone Name Time Zone Code
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EE-Tallinn
ES-Madrid
ES-Canary

EET
CET
WET

FI-Helsinki
FJ-Fiji
FK-Stanley
FO-Faeroe
FR-Paris

EET
NZT
FKS
WET
CET

GB-London
GB-Belfast
GD-Grenada
GE-Tbilisi
GF-Cayenne
GI-Gibraltar
GP-Guadeloupe
GR-Athens
GS-South Georgia
GT-Guatemala
GU-Guam
GY-Guyana

GMT
GMT
AST
GET
GFT
CET
AST
EET
GST
CST
CST
GYT

HK-Hong Kong
HN-Tegucigalpa
HR-Zagreb
HT-Port-au-Prince
HU-Budapest

HKS
CST
CET
EST
CET

IE-Dublin
IS-Reykjavik
IT-Rome

GMT
GMT
CET

JM-Jamaica
JP-Tokyo

EST
JST

KY-Cayman EST

LC-St Lucia
LI-Vaduz
LT-Vilnius
LU-Luxembourg
LV-Riga

AST
CET
EET
CET
EET

Table 16.1:Time Zone Name/Time Zone Code Table (Continued) (Sheet 3 of 5)

Time Zone Name Time Zone Code
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MC-Monaco
MD-Chisinau
MK-Skopje
MQ-Martinique
MS-Montserrat
MT-Malta
MU-Mauritius
MX-Mexico City
MX-Cancun
MX-Merida
MX-Monterrey
MX-Mazatlan
MX-Chihuahua
MX-Hermosillo
MX-Tijuana

CET
EET
CET
AST
AST
CET
MUT
CST
CST
CST
CST
MST
MST
MST
PST

NI-Managua
NL-Amsterdam
NO-Oslo
NR-Nauru
NU-Niue
NZ-Auckland
NZ-Chatham

CST
CET
CET
NRT
NUT
NZS
CHA

OM-Muscat GST

PA-Panama
PE-Lima
PL-Warsaw
PR-Puerto Rico
PT-Lisbon
PT-Madeira
PT-Azores
PY-Asuncion

EST
PES
CET
AST
WET
WET
AZO
PYS

Table 16.1:Time Zone Name/Time Zone Code Table (Continued) (Sheet 4 of 5)

Time Zone Name Time Zone Code
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RO-Bucharest
RU-Kaliningrad
RU-Moscow
RU-Samara
RU-Yekaterinburg
RU-Omsk
RU-Novosibirsk
RU-Krasnoyarsk
RU-Irkutsk
RU-Yakutsk
RU-Vladivostok
RU-Sakhalin
RU-Magadan
RU-Kamchatka
RU-Anadyr

EET
EET
MSK
SAM
YEK
OMS
NOV
KRA
IRK
YAK
VLA
SAK
MAG
PET
ANA

SE-Stockholm
SG-Singapore
SI-Ljubljana
SK-Bratislava
SM-San Marino
SR-Paramaribo
SV-El Salvador

CET
SGT
CET
CET
CET
SRT
CST

TR-Istanbul
TT-Port of Spain
TW-Taipei

EET
AST
CST

UA-Kiev
US-Eastern
US-Central
US-Mountain
US-Pacific
US-Alaska
US-Aleutian
US-Hawaii
UY-Montevideo

EET
EST
CST
MST
PST
AKS
HAS
HST
UYS

VA-Vatican CET

YU-Belgrade CET

Table 16.1:Time Zone Name/Time Zone Code Table (Continued) (Sheet 5 of 5)

Time Zone Name Time Zone Code
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Limited warranty

Mitel warrants this product against defects and malfunctions in accordance with Mitel's authorized, written 
functional specification relating to such products during a one (1) year period from the date of original 
purchase (“Warranty Period”). If there is a defect or malfunction, Mitel shall, at its option, and as the exclu-
sive remedy, either repair or replace the product at no charge, if returned within the Warranty Period. If 
replacement parts are used in making repairs, these parts may be refurbished, or may contain refurbished 
materials. If it is necessary to replace the product, it may be replaced with a refurbished product of the 
same design and color. If it should become necessary to repair or replace a defective or malfunctioning 
product under this warranty, the provisions of this warranty shall apply to the repaired or replaced product 
until the expiration of ninety (90) days from the date of pick up, or the date of shipment to you, of the 
repaired or replacement product, or until the end of the original Warranty Period, whichever is later. Proof 
of the original purchase date is to be provided with all products returned for warranty repairs.

Exclusions
Mitel does not warrant its products to be compatible with the equipment of any particular telephone 
company. This warranty does not extend to damage to products resulting from improper installation or 
operation, alteration, accident, neglect, abuse, misuse, fire or natural causes such as storms or floods, 
after the product is in your possession. Mitel will not accept liability for any damages and/or long distance 
charges, which result from unauthorized and/or unlawful use.
Mitel shall not be liable for any incidental or consequential damages, including, but not limited to, loss, 
damage or expense directly or indirectly arising from the customer’s use of or inability to use this product, 
either separately or in combination with other equipment. This paragraph, however, shall not apply to 
consequential damages for injury to the person in the case of products used or bought for use primarily 
for personal, family or household purposes.
This warranty sets forth the entire liability and obligations of Mitel with respect to breach of warranty, and 
the warranties set forth or limited herein are the sole warranties and are in lieu of all other warranties, 
expressed or implied, including warranties or fitness for particular purpose and merchantability.

Warranty repair services
Should the product fail during the Warranty Period;
• In North America, please call 1-800-574-1611 for further information.
• Outside North America, contact your sales representative for return instructions.

You will be responsible for shipping charges, if any. When you return this product for warranty service, 
you must present proof of purchase.
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After warranty service
Mitel offers ongoing repair and support for this product. This service provides repair or replacement of 
your Mitel product, at Mitel's option, for a fixed charge. You are responsible for all shipping charges. For 
further information and shipping instructions:
•  In North America, contact our service information number: 1-800-574-1611.
•  Outside North America, contact your sales representative.

NOTE: Repairs to this product may be made only by the manufacturer and its authorized agents, or 
by others who are legally authorized. This restriction applies during and after the Warranty Period. 
Unauthorized repair will void the warranty.
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